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GENERAL CONSTRUCTION NOTES:

1. ALL EXISTING UTILITIES MAY NOT BE SHOWN AND THE ACTUAL UTILITY LOCATIONS MAY VARY FROM THE LOCATIONS SHOWN

ON THESE PLANS.  THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL UTILITIES AND NOTIFYING THE APPROPRIATE

UTILITY COMPANY PRIOR TO BEGINNING CONSTRUCTION.

2. THESE PLANS ARE BASED ON A TOPOGRAPHIC SURVEY PROVIDED BY FREEMAN SURVEYING & MAPPING, LLC (SEE SHT. C3).

THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY, IN WRITING, OF ANY DISCREPANCIES OR OMISSIONS TO THE

TOPOGRAPHIC INFORMATION.  THE CONTRACTOR(S) SHALL BE RESPONSIBLE FOR CONFIRMING THE LOCATION

(HORIZONTAL/VERTICAL) OF ANY BURIED CABLES, CONDUITS, PIPES, AND STRUCTURES (STORM SEWER, SANITARY SEWER,

WATER, GAS, TELEVISION, TELEPHONE, ETC.) WHICH IMPACT THE CONSTRUCTION SITE.  THE CONTRACTOR(S) SHALL NOTIFY

THE OWNER AND ENGINEER IF ANY DISCREPANCIES ARE FOUND BETWEEN THE ACTUAL CONDITIONS VERSUS THE DATA

CONTAINED IN THE CONSTRUCTION PLANS.  ANY COSTS INCURRED AS THE RESULT OF NOT CONFIRMING THE ACTUAL

LOCATION (HORIZONTAL/VERTICAL) OF SAID CABLES, CONDUITS, PIPES, AND STRUCTURES SHALL BE BORNE BY THE

CONTRACTOR.  ADDITIONALLY, THE CONTRACTOR(S) SHALL NOTIFY THE OWNER AND ENGINEER IF ANY ERRORS OR

DISCREPANCIES ARE FOUND ON THE CONSTRUCTION DOCUMENTS (PS&E), WHICH NEGATIVELY IMPACT THE PROJECT.  THE

ENGINEER AND OWNER SHALL BE INDEMNIFIED OF PROBLEMS AND/OR COST WHICH MAY RESULT FROM CONTRACTOR'S

FAILURE TO NOTIFY ENGINEER AND OWNER.

3. CONTRACTOR IS RESPONSIBLE FOR REPAIRS OF DAMAGE TO ANY EXISTING IMPROVEMENTS DURING CONSTRUCTION, SUCH

AS, BUT NOT LIMITED TO, DRAINAGE, PAVEMENT, STRIPING, CURB, SIDEWALKS, DRIVEWAYS, FENCES, ETC.  REPAIRS SHALL

BE EQUAL TO OR BETTER THAN EXISTING CONDITIONS.  DAMAGE TO ANY UTILITY SHALL BE REPAIRED BY THE UTILITY

OWNER BUT AT CONTRACTOR'S EXPENSE.

4. CONTRACTOR SHALL COMPLY TO THE FULLEST EXTENT WITH THE LATEST STANDARDS OF OSHA DIRECTIVES OR ANY

OTHER AGENCY HAVING JURISDICTION FOR EXCAVATION AND TRENCHING PROCEDURE.  CONTRACTOR SHALL USE

SUPPORT SYSTEMS, SLOPING, BENCHING, AND OTHER MEANS OF PROTECTION.  THIS IS TO INCLUDE, BUT NOT LIMITED TO,

ACCESS AND EGRESS FROM ALL EXCAVATION AND TRENCHING.  CONTRACTOR IS RESPONSIBLE TO COMPLY WITH

PERFORMANCE CRITERIA FOR OSHA.

5. ALL WORK ON THESE PLANS SHALL BE DONE IN STRICT ACCORDANCE WITH THE SPECIFICATIONS.

6. CONSTRUCTION SHALL COMPLY WITH ALL GOVERNING CODES AND REQUIREMENTS.  CONTRACTOR SHALL CONDUCT ALL

REQUIRED TESTS TO THE SATISFACTION OF THE UTILITY COMPANIES AND OWNER'S INSPECTING AUTHORITIES.

7. THE CONTRACTOR SHALL ASSUME RESPONSIBILITY FOR THE PROTECTION OF ALL PROPERTY CORNER MONUMENTS, AND

SHALL HAVE REPLACED, AT CONTRACTOR'S EXPENSE, ALL CORNER MONUMENTS WHICH ARE DISTURBED BY

CONSTRUCTION ACTIVITIES.

8. ALL PAVING DIMENSIONS ARE TO BACK OF CURB, WHERE APPLICABLE, OR TO THE EDGE OF PAVEMENT WHEN NO CURB IS

SHOWN, UNLESS OTHERWISE NOTED.

9. DURING CONSTRUCTION OF THESE IMPROVEMENTS, ANY DEVIATION FROM THESE SPECIFICATIONS WILL REQUIRE

APPROVAL IN WRITING FROM THE OWNER AND HIS DESIGNEE BEFORE ANY CONSTRUCTION INVOLVING THAT DECISION

COMMENCES.

DEMOLITION NOTES:

1. NO EARTH-DISTURBING ACTIVITIES SHALL COMMENCE UNTIL ALL PERIMETER EROSION CONTROL MEASURES ARE IN PLACE

IN ACCORDANCE WITH THE STORM WATER POLLUTION PREVENTION PLAN SITE MAP OR EROSION CONTROL PLAN AND THE

SPECIFICATIONS.

2. CONTRACTOR SHALL COMPLY TO THE FULLEST EXTENT WITH ALL REGULATIONS GOVERNING THE DEMOLITION, REMOVAL,

TRANSPORTATION, AND DISPOSAL OF ALL DEMOLITION DEBRIS.

3. THE CONTRACTOR SHALL COMPLY WITH ALL OSHA REQUIREMENTS FOR DEMOLITION OF STRUCTURES.

4. NOTES SHOWN HEREON REGARDING SPECIFIC ITEMS OF DEMOLITION ARE GENERAL IN NATURE, AND ARE NOT INTENDED TO

BE WHOLLY INCLUSIVE.

5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VISITING THE SITE AND DETERMINING THE EXTENT OF EXISTING

IMPROVEMENTS TO BE REMOVED FROM THE SITE.

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING WITH THE APPROPRIATE UTILITY COMPANIES ON THE

DISCONNECTION OR TERMINATION OF ANY UTILITIES SERVING THIS AREA.

7. ALL FENCING AND OTHER MAN-MADE ELEMENTS, ETC., WITHIN CONSTRUCTION AREA, UNLESS OTHERWISE IDENTIFIED,

SHALL BE REMOVED AND DISPOSED OF OFF SITE.

8. REMOVAL OF ANY TREES OTHER THAN THOSE SPECIFIED IN THESE PLANS SHALL BE COORDINATED WITH THE OWNER.  THIS

REMOVAL SHALL INCLUDE THE ROOT BALL OF THE TREES.

9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ANY REQUIRED DEMOLITION PERMITS.

10. REFER TO THE SPECIFICATIONS FOR ADDITIONAL INFORMATION REGARDING DEMOLITION, SITE PREPARATION AND

EARTHWORK FOR THIS PROJECT.

PAVING / DRAINAGE NOTES:

1. NO EARTH-DISTURBING ACTIVITIES SHALL COMMENCE UNTIL ALL PERMITS HAVE BEEN OBTAINED AND PERIMETER EROSION

CONTROL MEASURES HAVE BEEN INSTALLED.  THE CONTRACTOR SHALL ADHERE TO ALL TERMS & CONDITIONS AS

OUTLINED IN THE GENERAL T.P.D.E.S. PERMIT FOR STORM WATER DISCHARGES ASSOCIATED WITH CONSTRUCTION

ACTIVITY.

2. CONTRACTOR SHALL NOTIFY ALL UTILITY COMPANIES HAVING UNDERGROUND UTILITIES ON SITE OR IN RIGHT-OF-WAY

PRIOR TO EXCAVATION.  CONTRACTOR SHALL CONTACT UTILITY LOCATING COMPANY AND LOCATE ALL UTILITIES PRIOR TO

GRADING START.

3. CONTRACTOR SHALL VERIFY HORIZONTAL AND VERTICAL LOCATION OF ALL EXISTING STORM SEWER STRUCTURES, PIPES,

AND ALL UTILITIES PRIOR TO CONSTRUCTION.

4. ALL PIPES ENTERING STORM SEWER STRUCTURES SHALL BE GROUTED WITH NON-SHRINK GROUT TO ASSURE A

WATER-TIGHT FIT.

5. ALL DRAINAGE STRUCTURES AND STORM SEWER PIPES LOCATED IN PAVED OR OTHER VEHICULAR AREAS SHALL MEET

HEAVY DUTY TRAFFIC (H20) LOADING AND BE INSTALLED ACCORDINGLY.

6. ACCESSIBLE ROUTES SHALL HAVE A RUNNING SLOPE OF MAX. 5.0% AND CROSS SLOPE OF MAX. 2.0%, PER TAS

REQUIREMENTS.

7. RIPRAP GRADATION SHALL BE IN ACCORDANCE WITH THE SITEWORK SPECIFICATIONS & DETAILS.

8. IF THE CONTRACTOR RELOCATES BENCHMARK WITH A NEW BENCHMARK, IT SHALL BE LOCATED WITHIN A TOLERANCE OF

0.010 FEET.

9. CONTRACTOR SHALL MATCH EXISTING PAVEMENT IN GRADE AND ALIGNMENT, WHERE APPLICABLE.

10. CONTRACTOR SHALL MATCH EXISTING CURB AND GUTTER IN GRADE, SIZE, TYPE AND ALIGNMENT AT ADJACENT ROADWAYS.

11. ADJUST PAVEMENT AND/OR CURB ELEVATIONS AS NECESSARY TO ASSURE A SMOOTH FIT AND CONTINUOUS GRADE WITH

EXISTING, WHERE APPLICABLE.

12. DRAINAGE SHALL BE MAINTAINED AWAY FROM FOUNDATIONS, BOTH DURING AND AFTER CONSTRUCTION.

13. A GEOTECHNICAL ANALYSIS HAS NOT BEEN PROVIDED FOR THIS PROJECT. SOIL ANALYSIS IS BASED OFF SIMILAR PROJECTS

IN THE AREA .

14. ALL PROPOSED CONTOURS AND SPOT GRADES ARE FOR THE FINISHED SURFACE.  CONTRACTOR SHALL ADJUST ROUGH

GRADING AS NEEDED TO ACCOUNT FOR IMPORT MATERIALS.

15. ALL PAVING AND DRAINAGE IMPROVEMENTS SHALL BE DESIGNED AND CONSTRUCTED IN ACCORDANCE WITH CITY

STANDARD SPECIFICATIONS AND WHERE ANY QUESTIONS ARISE AS TO THE INTERPRETATION OF THE STANDARDS OF

DESIGN, PLEASE CONTACT THE CONSULTANT.

UTILITY NOTES:

1. ALL WATER AND SEWER IMPROVEMENTS SHALL BE DESIGNED, CONSTRUCTED AND TESTED IN ACCORDANCE WITH THE CITY

STANDARD SPECIFICATIONS AND CITY STANDARD DETAILS.

2. ALL WATER MAINS, UNLESS OTHERWISE NOTED, SHALL HAVE A MINIMUM COVER OF 60 INCHES BELOW TOP OF GRADE.

PROVIDE VALVE EXTENSIONS TO ALL VALVES ON LINES DEEPER THAN 60 INCHES.

3. WHEN WATER MAINS AND SANITARY SEWERS ARE INSTALLED, THEY SHALL BE INSTALLED NO CLOSER TO EACH OTHER

THAN NINE (9) FEET IN ALL DIRECTIONS, AND PARALLEL LINES MUST BE INSTALLED IN SEPARATE TRENCHES.  WHERE THE

NINE (9) FOOT SEPARATION DISTANCE CANNOT BE ACHIEVED, THE FOLLOWING GUIDELINES SHALL APPLY:

A. WHERE A SANITARY SEWER PARALLELS A WATERLINE, THE SEWER SHALL BE CONSTRUCTED OF CAST IRON, DUCTILE

IRON, OR PVC MEETING ASTM SPECIFICATIONS WITH A PRESSURE RATING FOR BOTH THE PIPE AND JOINTS OF 150 PSI.

THE VERTICAL SEPARATION SHALL BE A MINIMUM OF TWO FEET BETWEEN OUTSIDE DIAMETERS, AND THE HORIZONTAL

SEPARATION SHALL BE A MINIMUM OF FOUR FEET BETWEEN OUTSIDE DIAMETERS.  THE SEWER SHALL BE LOCATED

BELOW THE WATERLINE.

B. WHERE A SANITARY SEWER CROSSES A WATERLINE AND THE SEWER IS CONSTRUCTED OF CAST IRON,  DUCTILE IRON

OR PVC WITH A MINIMUM PRESSURE RATING OF 150 PSI, AN ABSOLUTE MINIMUM DISTANCE OF 6 INCHES BETWEEN

OUTSIDE DIAMETERS SHALL BE MAINTAINED.  IN ADDITION, THE SEWER SHALL BE LOCATED BELOW THE WATERLINE

WHERE POSSIBLE AND ONE LENGTH OF THE SEWER PIPE MUST BE CENTERED ON THE WATERLINE.

C. WHERE A SEWER CROSSES UNDER A WATERLINE AND THE SEWER IS CONSTRUCTED OF ABS TRUSS PIPE, SIMILAR

SEMI-RIGID PLASTIC COMPOSITE PIPE, CLAY PIPE OR CONCRETE PIPE WITH GASKETED JOINTS, A MINIMUM TWO FOOT

SEPARATION DISTANCE SHALL BE MAINTAINED.  IN ADDITION, THE SEWER SHALL BE LOCATED BELOW THE WATERLINE

WHERE POSSIBLE AND ONE LENGTH OF THE SEWER PIPE MUST BE CENTERED ON THE WATERLINE.

D. WHERE A SEWER CROSSES OVER A WATERLINE, ALL PORTIONS OF THE SEWER WITHIN NINE FEET OF THE WATERLINE

SHALL BE CONSTRUCTED OF CAST IRON, DUCTILE IRON OR PVC PIPE WITH A PROCEDURE, THE NEW CONVEYANCE MAY

BE ENCASED IN A JOINT OF 150 PSI PRESSURE CLASS PIPE AT LEAST 18 FEET LONG AND TWO NOMINAL SIZES LARGER

THAN THE NEW CONVEYANCE.  THE SPACE AROUND THE CARRIER PIPE SHALL BE SUPPORTED AT FIVE FEET INTERVALS

WITH SPACERS OR BE FILLED TO THE SPRING LINE WITH WASHED SAND.  THE ENCASEMENT PIPE SHOULD BE

CENTERED ON THE CROSSING AND BOTH ENDS SEALED WITH CEMENT GROUT OR MANUFACTURED SEAL.

E. THE SEWER NEED NOT BE DISTURBED WHERE A NEW WATERLINE IS TO BE INSTALLED PARALLEL TO AN EXISTING

SEWER THAT SHOWS NO EVIDENCE OF LEAKAGE AND THE WATERLINE IS INSTALLED ABOVE THE SEWER A MINIMUM OF

TWO FEET VERTICALLY AND FOUR FEET HORIZONTALLY.  SHOULD EXCAVATION FOR THE WATERLINE PRODUCE

EVIDENCE THAT THE SEWER IS LEAKING, THE SEWER MUST BE REPAIRED OR REPLACED AS DESCRIBED IN

SUBPARAGRAPHS (A) OR (D) OF THIS PARAGRAPH.

F. THE SEWER NEED NOT BE DISTURBED WHERE A NEW WATERLINE IS TO CROSS OVER (BY 2 FEET OR MORE) EXISTING

SEWER SHOWING NO EVIDENCE OF LEAKAGE.  SHOULD EXCAVATION FOR THE WATERLINE PRODUCE EVIDENCE THAT

THE SEWER IS LEAKING, THEN THE SEWER MUST BE REPAIRED OR REPLACED AS DESCRIBED IN SUBSECTIONS (C) OR

(D).

4. VALVE BOXES SHALL BE FURNISHED AND SET ON EACH GATE VALVE.  AFTER THE FINAL CLEANUP AND ALIGNMENT HAS

BEEN COMPLETED, THE CONTRACTOR (UTILITY) SHALL POUR A CONCRETE BLOCK 24"X24"X6"  AROUND ALL VALVE BOX TOPS

SO THAT THE TOP OF BOX IS LEVEL WITH THE FINISHED GRADE.

5. ALL WATER LINES SHALL BE INSTALLED WITH A MINIMUM VERTICAL SEPARATION BETWEEN STORM SEWER OF EIGHTEEN (18)

INCHES.  CONTRACTOR SHALL BE RESPONSIBLE FOR ADDING 45-DEG. BENDS WHERE NECESSARY TO ROUTE PROPOSED

WATER LINES AROUND PROPOSED SANITARY OR STORM SEWERS.

6. CITY UTILITY STANDARD DETAILS AND SPECIFICATIONS SHALL TAKE PRECEDENCE OVER THE ON SITE CONSTRUCTION

DETAILS AND SITE WORK SPECIFICATIONS FOR ALL WORK SHOWN HEREIN.

7. WATER AND SANITARY SEWER IMPROVEMENTS MUST BE CONSTRUCTED UNDER A 3-WAY CONTRACT USING AN APPROVED

UTILITY CONTRACTOR AND IN ACCORDANCE WITH CITY OF TYLER CODE OF ORDINANCE SECTION 19-11 THROUGH 19-17.

8. FIRE HYDRANTS SHALL BE PLACED 2' TO 6' FROM BACK OF CURB.

9. FIRE HYDRANTS SHALL BE CITY APPROVED AND COLOR CODED.

10. ALL GATE VALVES AND FITTINGS SHALL BE CITY APPROVED.

11. MATERIALS AND INSTALLATION FOR ALL PROPOSED UTILITY LINES AND APPURTENANCES SHALL COMPLY WITH THE

REQUIREMENTS IN THE SPECIFICATIONS.

12. CONTRACTOR SHALL ON ALL WET UTILITIES, COORDINATE INSPECTION WITH APPROPRIATE AUTHORITIES PRIOR TO

COVERING TRENCHES AT INSTALLATION.  THE CONTRACTOR SHALL CONDUCT ALL REQUIRED TESTS TO THE SATISFACTION

OF THE OWNERS INSPECTING AUTHORITIES.

13. CONTRACTOR SHALL COORDINATE INSTALLATION OF UTILITIES IN SUCH A MANNER AS TO AVOID CONFLICTS AND ASSURE

PROPER DEPTHS ARE ACHIEVED AS WELL AS COORDINATING WITH THE CITY UTILITY DEPARTMENT AS TO LOCATION AND

SCHEDULING OF TIE-INS/CONNECTIONS PRIOR TO CONNECTING TO EXISTING UTILITIES.

14. DIMENSIONS SHOWN ARE TO CENTER LINE OF PIPE OR FITTING OR TO CENTER OF MANHOLE.

15. THE TOP ELEVATION OF MANHOLES CONSTRUCTED IN PAVED AREAS SHALL MATCH FINISHED GRADE.  THE TOP ELEVATION

OF MANHOLES CONSTRUCTED IN GRASSED AREAS SHALL BE SIX INCHES ABOVE FINISHED GRADE, UNLESS OTHERWISE

NOTED.

16. CONTRACTOR SHALL GROUT AROUND ALL PIPE ENTRANCES TO SANITARY SEWER MANHOLES WITH NON-SHRINKING GROUT

TO ASSURE CONNECTION IS WATERTIGHT.

17. CONTRACTOR SHALL RAISE/LOWER OR ADJUST ALL EXISTING UTILITY MAINS IN CONFLICT WITH PROPOSED UTILITIES AS

PART OF THE BASE BIDS FOR ALL KNOWN OR UNKNOWN LINES.

18. CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING THE INSTALLATION OF ALL LINES TO BE INSTALLED BY THE

UTILITY COMPANIES.

19. IF ROCK IS ENCOUNTERED IN THE TRENCH, ROCK SPOILS SHALL NOT BE USED IN THE TRENCH.  THE TRENCH SHALL BE

BACKFILLED ONLY WITH QUALITY BACKFILL PER THE TECHNICAL SPECIFICATIONS.

20. BACKFILL FOR UTILITY LINES SHALL BE CAREFULLY PLACED SO THAT IT WILL BE STABLE.  WHERE UTILITY LINES PASS

UNDER PAVED AREAS, THE TOP 6" OF BACKFILL SHALL BE COMPACTED SIMILARLY TO THE REMAINDER OF THE LOT.  UTILITY

TRENCHES SHALL BE VISIBLY INSPECTED DURING THE EXCAVATION PROCESS TO ENSURE UNDESIRABLE FILL IS NOT USED.

21. ALL WATER AND SEWER TAPS, AND METERS (LESS THAN 3 INCHES) SHALL BE INSTALLED BY THE CITY OF TYLER AT THE

CONTRACTOR'S EXPENSE. CALL ENGINEERING PLAN REVIEW AT (903) 531-1171 FOR COST AND COORDINATION.

EROSION CONTROL NOTES:

1. EROSION CONTROL MEASURES SHALL BE REQUIRED DURING ALL PHASES OF CONSTRUCTION AND MAINTAINED TO FULLY

FUNCTION UNTIL NO LONGER REQUIRED FOR A COMPLETED PHASE OF WORK OR FINAL STABILIZATION OF THE SITE.

ADDITIONAL EROSION CONTROL MEASURES MAY BE REQUIRED THAN WHAT IS SHOWN ON THE PLANS.

2. THE CONTRACTOR IS RESPONSIBLE FOR PREPARING AND IMPLEMENTING A STORMWATER POLLUTION PREVENTION PLAN IN

ACCORDANCE WITH THE TPDES.

3. PLACE STABILIZATION FABRIC ON ALL SLOPES STEEPER THAN 3H:1V.  CONTRACTOR SHALL PLACE FOUR (4) INCHES OF

TOPSOIL (LOOSE) ON ALL UNSURFACED AREAS DISTURBED BY GRADING OPERATIONS UNLESS OTHERWISE NOTED ON

LANDSCAPE PLANS. SEED OR SOD ALL DISTURBED AREAS IN ACCORDANCE WITH THE SPECIFICATIONS AND MAINTAIN SAME

UNTIL A HEALTHY STAND OF GRASS IS OBTAINED. THE SPECIFIC PLANT MATERIALS PROPOSED TO PROTECT FILL AND

EXCAVATED SLOPES SHALL BE SUITABLE FOR USE UNDER LOCAL CLIMATE AND SOIL CONDITIONS.  IN GENERAL,

HYDROSEEDING OR SODDING BERMUDA GRASS IS ACCEPTABLE DURING THE SUMMER MONTHS (MAY 1ST TO AUGUST 31ST).

WINTER RYE OR FESCUE GRASS MAY BE PLANTED DURING TIMES OTHER THAN THE SUMMER MONTHS AS A TEMPORARY

MEASURE UNTIL SUCH TIME AS THE PERMANENT PLANTING CAN BE MADE.

4. AS INLETS ARE COMPLETED, TEMPORARY SEDIMENT BARRIERS SHALL BE INSTALLED.

5. AT COMPLETION OF THE PAVING AND FINAL GRADING, THE DISTURBED AREA(S) SHALL BE REVEGETATED IN ACCORDANCE

WITH THE PLANS.

6. SILT FENCE AND INLET SEDIMENT BARRIERS SHALL REMAIN IN PLACE UNTIL REVEGETATION HAS BEEN COMPLETED.

7. DISTURBED AREAS THAT ARE SEEDED OR SODDED SHALL BE CHECKED PERIODICALLY TO SEE THAT GRASS COVERAGE IS

PROPERLY MAINTAINED.  DISTURBED AREAS SHALL BE WATERED, FERTILIZED, AND RE-SEEDED OR RE-SODDED, IF

NECESSARY.

8. THERE IS TO BE ONE CONCRETE WASH-OUT PIT LOCATED ON THE SITE.  THE LOCATION OF THIS WASH-OUT PIT IS TO BE

DETERMINED BY THE CONTRACTOR AND APPROVED BY THE ENGINEER.  IT WILL BE THE RESPONSIBILITY OF THE

CONTRACTOR TO PROPERLY DISPOSE OF ALL EXCESS CONCRETE MATERIAL.

9. LOCATION OF CONSTRUCTION EXITS SHALL BE PLACED IN THE FIELD AND APPROVED BY THE ENGINEER.

10. THE CONTRACTOR WILL BE REQUIRED TO FILE A NOTICE OF INTENT (NOI) PRIOR TO COMMENCEMENT OF CONSTRUCTION

AND MONITOR SITE EROSION THROUGHOUT THE CONSTRUCTION PROCESS.  ONCE THE PROJECT IS COMPLETED, THE

CONTRACTOR SHALL FILE THE REQUIRED NOTICE OF TERMINATION (NOT) WITH THE EPA.

11. ALL WASTE MANAGEMENT PRACTICES (EXISTING HAZARDOUS WASTE, SOLID WASTE, CONCRETE WASTE, ETC.) SHALL

COMPLY WITH TCEQ REQUIREMENTS.

LANDSCAPE / IRRIGATION NOTES:

1. ALL IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THE CITY SPECIFICATIONS AND ORDINANCES.

2. THE CONTRACTOR IS REQUIRED TO GRASS ALL AREAS DISTURBED BY CONSTRUCTION.

3. AT COMPLETION OF THE PAVING AND FINAL GRADING, THE DISTURBED AREA(S) SHALL BE REVEGETATED IN ACCORDANCE

WITH THE PLANS.

4. ALL PROPOSED PLANTS SHALL BE STAKED ON THE GROUND AND APPROVED BY CONSULTANT BEFORE BEING PLANTED.

5. ALL PLANTING BEDS SHALL HAVE 4 INCH DEEP HARDWOOD MULCH.

6. ALL LAWN AREAS SHALL BE SPRAYED WITH HERBICIDE, CROSS DISCED AND DRAGGED UNTIL SMOOTH PRIOR TO SEEDING.

7. IRRIGATION SYSTEM IS BASED ON ASSUMED PSI AT THE PROPOSED BACKFLOW.  CONTRACTOR SHALL VERIFY THAT

ADEQUATE PSI IS AVAILABLE AFTER METER IS INSTALLED AND NOTIFY CONSULTANT IF IT ISN'T.

8. SPRINKLER AND VALVE LOCATIONS ARE TO SCALE. PIPE LOCATIONS ARE DIAGRAMMATIC.

9. ALL SPRINKLER HEADS SHALL BE SET PERPENDICULAR TO FINISHED GRADE UNLESS OTHERWISE SPECIFIED.

10. COORDINATE ALL MAINLINE AND LATERAL PIPE INSTALLATION LOCATIONS WITH ELECTRICAL PLANS AND ADJUST AS

NECESSARY.

11. IRRIGATION CONTROLLERS ARE TO BE PLACED IN THE LOCATIONS SHOWN ON THE PLANS. COORDINATE W/ ELECTRICAL

DRAWINGS FOR CONTROLLER LOCATION & POWER SOURCE LOCATION.

12. EXCEPT AS OTHERWISE PROVIDED, THE CONTRACTOR SHALL PROCURE ALL PERMITS AND LICENSES, PAY ALL CHARGES

AND FEES AND GIVE ALL NOTICES NECESSARY & INCIDENTAL TO THE DUE LAWFUL PROSECUTION OF THE WORK.

13. CONTRACTOR SHALL NOTIFY PERTINENT UTILITY COMPANIES 48 HOURS PRIOR TO CONSTRUCTION FOR CURRENT UTILITY

LOCATIONS. EXTREME CARE SHALL BE EXERCISED IN EXCAVATING AND WORKING NEAR EXISTING UTILITIES.  CONTRACTOR

SHALL VERIFY THE LOCATION & CONDITION OF ALL UTILITIES AND BE RESPONSIBLE FOR DAMAGE TO ANY UTILITIES.

14. THE CONTRACTOR SHALL AT ALL TIMES PROTECT HIS WORK FROM DAMAGE & THEFT & REPLACE ALL DAMAGED OR STOLEN

PARTS UNTIL THE WORK IS ACCEPTED IN WRITING BY OWNER.

15.  THE CONTRACTOR SHALL NOT WILLFULLY INSTALL THE SPRINKLER AS SHOWN ON THE DRAWINGS WHEN IT IS OBVIOUS IN

THE FIELD THAT OBSTRUCTIONS, GRADE DIFFERENCES, OR DIFFERENCES IN THE AREAS DIMENSIONS EXIST THAT MIGHT

NOT HAVE BEEN CONSIDERED IN THE DESIGN. SUCH OBSTRUCTIONS OR DIFFERENCES SHALL BE BROUGHT TO THE

ATTENTION OF THE OWNER. IN THE EVENT THIS NOTIFICATION IS NOT PERFORMED, THE IRRIGATION CONTRACTOR SHALL

ASSUME FULL RESPONSIBILITY FOR ANY REVISIONS NECESSARY.

16.  ALL PIPES UNDER WALKWAYS AND DRIVEWAYS SHALL BE SLEEVED.
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CONTROL POINT
#1
HUB PLACED
N =2953066.9499
E =6790657.4967
ELEV. = 559.5186

SEATING AREA#1
SEE INSET

UPPER
RESTROOM/CONCESSION
AREA

LOWER
RESTROOM AREA

EXISTING SIDEWALK

APPROXIMATE LOCATION
OF SEATING AREA #2.

EXISTING FIELD

20'

12.0'

R2
'

PROPOSED
SLOT DRAIN

2.6'

CONCRETE
RETAINING WALL

PROPOSED
SEATING AREA #1

EXISTING RETAINING
WALL TO BE REMOVED

ALL EXISTING
TREES TO REMAIN

5 PROPOSED STEPS
MATCH EXISTING

GRADE

EXISTING
DUGOUTEXISTING SIDEWALK

EXISTING 6"
STORM SEWER

(APPROXIMATE
LOCATION)

20.7'

6'

PROPOSED
STORM LINE

4.3'

16.1'

5.9'

5'

PROPOSED
STORM LINE

HANDRAIL TO
MATCH EXISTING

HANDRAIL ON SITE

EXISTING 6" GRATE INLETS
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EXISTING CONTOUR

5" CONCRETE SLAB

8" THICK CONCRETE
RETAINING WALL

EXISTING SIDEWALK

EXISTING FENCE

EXISTING TREE

EXISTING LIGHT POLE

NOTE:

CONTROL POINT #1
HUB PLACED
N = 2953066.9499
E = 6790657.4967
ELEV. = 559.5186

NOTE:

CONTROL POINT #2
HUB PLACED
N = 2952814.6348
E = 6790726.4123
ELEV. = 557.9476

FEET0 105

GRAPHIC SCALE

INSET
SEATING AREA #1

NOTE:
SEATING AREA #2 IS LOCATED
ADJACENT TO THE SECOND DUGOUT
OF THE SAME FIELD. THE SCOPE OF
WORK FOR THIS PROJECT INCLUDES
THE IMPROVEMENTS TO BOTH
SEATING AREAS. CONTRACTOR TO
APPLY THE SAME DESIGN ON THE
SECOND SEATING AREA. CONTRACTOR
TO NOTIFY ENGINEER IF ANY MAJOR
FIELD ADJUSTMENTS ARE NEEDED ON
SEATING AREA #2.
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INSTALL 38LF OF SILT FENCE

INSTALL 26LF OF SILT FENCE

CHECKED:

DATE:

DRAWN:

SCALE:

JOB NO.:

REVISIONS:

21
2 

W
es

t N
in

th
 S

tre
et

 T
yl

er
, T

ex
as

 7
57

01
90

3-
59

7-
66

06
   

   
   

   
   

  T
B

PE
 N

o.
 1

45
71

M
H

S
PL

A
N

N
IN

G
 &

 D
ES

IG
N

, L
LC

WHS

AS SHOWN

20-007

5/15/2020

FA
U

L
K

N
E

R
 P

A
R

K
- S

E
A

T
IN

G
 A

R
E

A
S

C
IT

Y
 O

F 
TY

LE
R

, T
EX

A
S

SPF

C5

Know what'sbelow.

before you dig.Call

R

\
\
S

E
R

V
E

R
\
D

o
c
u

m
e

n
t
s
\
C

i
t
y
 
o

f
 
T

y
l
e

r
\
2

0
-
0

0
7

 
F

a
u

l
k
n

e
r
 
P

a
r
k
 
(
T

y
l
e

r
)
\
C

A
D

\
0

3
 
-
 
P

r
o

d
u

c
t
i
o

n
\
E

R
O

S
I
O

N
 
C

O
N

T
R

O
L

.
d

w
g

FEET0 63

GRAPHIC SCALE

N

E
R

O
SI

O
N

 C
O

N
T

R
O

L
 P

L
A

N

LEGEND
EXISTING CONTOUR

LIMITS OF DISTURBANCE

SILT FENCE

FLOW ARROW

INLET PROTECTION

EXISTING FENCE

LD

SF

IP

IP
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N

6"x6" TRENCH

F

L

O

W

SILT FENCE DETAIL

WIRE FENCE

SILT FENCE FABRIC

STEEL POST OR 4" Ø WOOD

POST DRIVEN 18" INTO GROUND

w/ 10' MAXIMUM SPACING

STEPS FOR CONSTRUCTION:

1. DRIVE POST 18" INTO GROUND AND EXCAVATE A 6"x6"

TRENCH UPHILL ALONG THE LINE OF POST.

2. ATTACH WIRE FENCE TO THE POST AND EXTEND BOTTOM OF

FENCE 6" INTO THE EXCAVATED TRENCH.

3. ATTACH THE SILT FABRIC TO THE WIRE FENCE AND EXTEND

THE BOTTOM OF THE FABRIC 6" INTO THE TRENCH.

4. BACKFILL THE TRENCH WITH SOIL & COMPACT OR PLACE

WASHED STONE TO THE HEIGHT OF 6" ABOVE GROUND LEVEL.

BOTTOM OF FENCE MUST BE ANCHORED SO THAT RUNOFF IS

FORCED THROUGH THE FENCE AND CAN NOT GO UNDER IT.

NTS

NOTE:
ALL DISTURBED AREAS TO BE
SODDED. OPEN AREAS TO BE SODDED
WITH BERMUDA AND SHADE AREAS
TO BE SODDED WITH ST. AUGUSTINE.
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INSTALL TREE PROTECTION

REMOVE 15' LF OF EXISTING RETAINING WALL
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X
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EXISTING CONTOUR

TO BE REMOVED

TREE PROTECTION

EXISTING TREE

D
RI
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E

NOTES:

1. TREE PROTECTION SHALL BE A MINIMUM OF 6'-0" HIGH ORANGE SAFETY FENCE MOUNTED ON METAL POSTS OR
2"x4" STANDARDS DRIVEN 2'-0" (MIN.) INTO THE GROUND, AT APPROXIMATELY 8'-0" TO 10'-0" (MAX.) ON CENTER
WITH NO GATES.

2. TREE PROTECTION FENCING SHALL BE ERECTED AT THE CRITICAL ROOT ZONE OR BEYOND PRIOR TO THE START
OF ANY CLEARING, GRADING OR OTHER CONSTRUCTION ACTIVITY.

3. TREE PROTECTION SHALL NOT BE REMOVED UNTIL COMPLETION OF ALL CONSTRUCTION ACTIVITY.

TREE PROTECTION FENCE
N.T.S.

ELEVATION VIEW PLAN VIEW

SINGLE OR
SPECIMEN TREE

MULTIPLE OR
CLUSTERED TREES2' MIN.

6' MIN.

1.5 FT. TIMES THE DIAMETER AT
BREAST HEIGHT

(i.e. 20" DBH x 1.5' = 30' DIA. MIN.
ROOT PROTECTION ZONE)

 6 FT. MINIMUM WIDTH FOR 2"
CAL. TREES OR SMALLER

NOTE:
CONTRACTOR TO VERIFY THE
LOCATION OF ANY POSSIBLE
IRRIGATION LINES IN THE AREA.
CONTRACTOR TO REPAIR AND AMEND
EXISTING IRRIGATION STRUCTURES AS
NEEDED.
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TW= ???

BW= ???

M
AX

. 4
:1

 S
LO

PE

MAX. 4:1 SLOPE

INSTALL 20LF OF
GRATED SLOT
DRAIN WITH 4" PVC
PIPE @ 1% SLOPE

INSTALL ±8 LF OF 4"
PVC PIPE AT MINIMUM
1% SLOPE

559.7

TC= 560.9(ex.)

562.8(ex.)

TS = 562.925

559.8

BS = 559.8

TW= 562.925

559.5 (ex.)

559.7

TW= 562.1

562.0

562.3(ex.)

561.7 (ex.)

561.7

TW= 561.8

561.7

TW= 561.8
BW= 560.2

559.0 (ex.)

559.3 (ex.)

CONNECT TO EXISTING
6" STORM PVC PIPE.
CONTRACTOR TO
VERIFY LOCATION AND
FLOW LINE OF
EXISTING PIPE.

CONNECT TO EXISTING
6" STORM PVC PIPE.
CONTRACTOR TO
VERIFY LOCATION AND
FLOW LINE OF
EXISTING PIPE.

TW= 561.050

±29 LF OF 4"
PERFORATED PVC PIPE.
SEE RETAINING WALL
DETAILS

±4 LF OF 4"
PERFORATED PVC PIPE.
SEE RETAINING WALL
DETAILS

INSTALL ±11 LF OF 4"
PVC PIPE AT MINIMUM
1% SLOPE

APPROXIMATE
LOCATION OF EXISTING
4" PVC STORM PIPE.
CONTRACTOR TO
VERIFY LOCATION OF
PIPE.

APPROXIMATE
LOCATION OF EXISTING
4" PVC STORM PIPE.
CONTRACTOR TO
VERIFY LOCATION OF
PIPE.

APPROXIMATE
LOCATION OF EXISTING
6" PVC STORM PIPE

M
AX

. 2
%

 S
LO

PE

M
AX. 2%

 SLOPE
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±528.2(ex.)

525.8

FL= 521.2

TC= 526.6

TW= 524.7

BW= 523.7

EXISTING CONTOUR

FLOW ARROW

EXISTING SPOT ELEVATION

PROPOSED SPOT ELEVATION

FL = FLOW LINE

TC = TOP OF CURB

TW = TOP OF WALL

BW = BOTTOM OF WALL

NOTES:
THE LOCATION OF THE EXISTING DRAINAGE
PIPES IS APPROXIMATE, BASED ON AS-BUILT
DRAWINGS PROVIDED BY THE CITY.
CONTRACTOR TO FIELD VERIFY THE
LOCATION OF THE PIPES AND NOTIFY THE
ENGINEER IF THE PIPE CONDITIONS ARE
NOT ADEQUATE.

THE SPOT SHOT ELEVATIONS ARE NOT THE
SAME FOR SEATING AREA #2. CONTRACTOR
TO MATCH SLOPES AND RETAINING WALL
HEIGHTS.
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20'

12.0'

R2
'

2.6'

34 LF OF CONCRETE RETAINING
WALL (SEE DETAIL SHT. C9)

5 PROPOSED STEPS
(SEE DETAIL SHT. C9)

20.7'

6'

4'

CONTROL POINT #1
HUB PLACED

N =2953066.9499
E =6790657.4967

ELEV. = 559.5186

CONTROL POINT #1
LOCATED AT 23.775'
ON A S68°21'34"E
FROM THIS POINT.

4.3'

16.1'

5.9'

5'

0.7'

TIE IN TO EXISTING
CONCRETE WITH 6LF
OF LONGITUDINAL
BUTT JOINT

EXISTING SIDEWALK

INSTALL 21LF OF
HANDRAIL. MATCH

EXISTING HANDRAIL
ON SITE

202 SF OF 5"
CONCRETE SLAB (SEE
DETAIL SHT. C9)

N = 6790655.9067

E = 2953027.6953

N = 6790666.1636

E = 2953044.8613

N = 6790671.3964

E = 2953042.1185

N = 6790669.3562

E = 2953037.9779

N = 6790673.1834

E = 2953035.9903

N = 6790665.8620

E = 2953021.7444

N = 6790666.4786

E = 2953011.8012

N = 6790675.9191

E = 2953039.8404

CJ

CJ

CJ

CJ

CJ

CJ

CJ

6.
5'
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6.5' (typ)
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5" CONCRETE SLAB

8" THICK CONCRETE
RETAINING WALL

EXISTING SIDEWALK

EXISTING FENCE

NOTE:

CONTROL POINT #1
HUB PLACED
N = 2953066.9499
E = 6790657.4967
ELEV. = 559.5186

NOTE:

CONTROL POINT #2
HUB PLACED
N = 2952814.6348
E = 6790726.4123
ELEV. = 557.9476
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CONSTRUCTION JOINT

N.T.S.

18" CTRS. EA. WAY

No. 3 BARS ON

LAP BARS 30 DIA. & TIE

2"

1 1/2"

POLYURETHANE

JOINT SEALING COMPOUND

2nd POUR

1 1/2"

T3

1 1/2"

T
/
2

T

SEALING COMPOUND

TOP 1/4" NO

1st POUR

T= PAVEMENT THICKNESS

VERTICAL SAWCUT

1/2" WIDE MIN.

1. 60' SPACING - 60' PARKING (MAX)

NOTES:

EXPANSION JOINT DETAIL

3/4"

BITUMINOUS FIBER BOARD

OR APPROVED EQUAL

URETHANE SELF LEVELING

JOINT SEALER EQUAL TO

W.R. MEADOWS

#3 SMOOTH (24" LONG)

DOWEL (18" O.C.)

T"/4

T"

T"/2

1. 60' SPACING - PAVEMENT

NOTES:

N.T.S.

RETAINING WALL DETAIL

N.T.S.

4000 PSI

#3 BARS @ 18" CTRS.

STRENGTH

6"

12"

T

T= PAVEMENT THICKNESS

6" Compacted Subgrade 

BOTH WAYS

CONCRETE PAD SECTION

N.T.S.

1' MIN.

 LONGITUDINAL BUTT JOINT 

N.T.S.

NOTES:

NO. 5 SMOOTH DOWEL BAR MAY BE USED IN 5 INCH AND 6 INCH PAVEMENT
THICKNESS

LONGITUDINAL BUTT CONSTRUCTION MAY BE UTILIZED IN PLACE OF
LONGITUDINAL HINGED (KEYWAY) JOINT AT CONTRACTORS OPTION

DOWEL BARS SHALL BE DRILLED INTO PAVEMENT HORIZONTALLY BY USE OF A
MECHANICAL RIG AND COATED IN EPOXY RESIN. DRILL HOLES SHALL BE 34" AND
BLOWN CLEAN

DRILLED BY HAND IS NOT ACCEPTABLE, PUSHING DOWEL BARS INTO GREEN
CONCRETE NOT ACCEPTABLE.

PROPOSED PAVEMENT

EXISTING PAVEMENT

DOWEL SPACED ON

TWO (2) FOOT CENTER

TO CENTER, 6 INCHED

OFF TIE BARS

HOT POURED RUBBER

JOINT SEALING

COMPOUND

SAWCUT FULL DEPTH
& CURB & GUTTER

VERTICAL SAW

CUT 

3

8

" MIN.

24" DEFORMED NO. 4
DOWEL BAR

NOTE:

DOWELS AND REINFORCING BARS SHALL BE
APPROVED BY AN APPROVED DEVICE.

1.5"

3"

6"

9" - 15"
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SHEET
TITLE

FIRE PROTECTION INFORMATION

PROJECT GENERAL NOTES

CODE INFORMATIONVICINITY MAP

A. SUBMITTING A BID, THE CONTRACTOR SPECIFICALLY ACKNOWLEDGES AND DECLARES THAT THE DRAWINGS ARE FULL
AND COMPLETE, AND SUFFICIENT TO ENABLE HIM TO CONSTRUCT THE WORK IN ACCORDANCE WITH ALL APPLICABLE
LAWS, STATUES, BUILDING CODES, ORDINANCES AND REGULATIONS.

B. CONTRACTORS SHALL PERFORM ALL WORK AS SHOWN ON THE DRAWINGS AND SPECS. ALL WORK SHALL BE IN
COMPLIANCE WITH THE INTERNATIONAL BUILDING CODE, THE NFPA 101 LIFE SAFETY CODE, RECOGNIZED INDUSTRY
STANDARD, CRAFTSMANSHIP, STANDARDS IN THE AREA, ALL MANUFACTURER'S RECOMMENDATIONS AND ALL OTHER
APPLICABLE CODES AND ORDINANCES.

C. THE ENGINEER / ARCHITECT DOES NOT HAVE CONTROL OR CHARGE OF, AND SHALL NOT BE HELD RESPONSIBLE FOR
CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES AND PROCEDURES OR FOR THE SAFETY PRECAUTIONS,
AND PROGRAMS IN CONNECTION WITH ANY OF THE WORK, OR FOR THE FAILURE OF ANY OF THEM TO CARRY OUT THE
WORK IN ACCORDANCE WITH THE CONTRACT DOCUMENTS.

D. DO NOT SCALE DRAWINGS. USE WRITTEN DIMENSIONS ONLY. IMMEDIATELY NOTIFY THE ENGINEER / ARCHITECT OF ANY
DISCREPANCIES BETWEEN THESE CONTRACT DOCUMENTS AND ANY EXISTING CONDITIONS.

E. PRIOR TO SUBMITTING A BID, THE CONTRACTOR SHALL VISIT THE SITE AND ACCOUNT HIMSELF THOROUGHLY WITH ALL
EXISTING FACILITIES AND CONDITIONS WHICH WOULD AFFECT HIS PORTION OF THE WORK AND CORRELATE PERSONAL
OBSERVATIONS, WITH REQUIREMENTS OF THE CONTRACT DOCUMENTS. FAILURE TO DO SO SHALL NOT RELIEVE THE
CONTRACTOR FROM THE RESPONSIBILITY OF INSTALLING THE WORK TO MEET SAID CONDITIONS.

F. THE CONTRACTOR SHALL TAKE FIELD MEASUREMENTS AND CAREFULLY EXAMINE AND VERIFY FIELD CONDITIONS AND
SHALL CAREFULLY COMPARE SUCH FIELD MEASUREMENTS. CONDITIONS AND OTHER INFORMATION KNOWN TO THE
CONTRACTOR WITH THE DRAWINGS BEFORE SUBMITTING A BID OR COMMENCING WITH ANY CONSTRUCTION ACTIVITIES.
ERRORS, INCONSISTENCIES OR OMISSIONS DISCOVERED SHALL BE REPORTED TO THE ENGINEER / ARCHITECT OF
RECORD PRIOR TO THE BID DATE AND SHALL NOT CONSTITUTE A CHANGE ORDER.

G. IF THE CONTRACTOR FINDS ANY DETAIL, CONSTRUCTION PROCEDURE OR MATERIAL SHOWN ON THE DRAWINGS WHICH
HE BELIEVES IS NOT SATISFACTORY FOR THE USE SHOWN, HE SHALL NOTIFY THE ENGINEER / ARCHITECT OF RECORD
DURING THE BIDDING PERIOD. SIGNING OF THE CONTRACT AND STARTING WORK SHALL INDICATE HIS ACCEPTANCE
AND AGREEMENT WITH ALL DETAIL, CONSTRUCTION PROCEDURES, AND MATERIALS SO SHOWN AND SHALL INDICATE
HIS WILLINGNESS TO WARRANT THE WORK.

H. THE CONTRACTOR IS RESPONSIBLE FOR THE LOCATION AND COORDINATION OF ALL CONDUIT, PIPING, DUCTWORK,
ETC., WITH THE VARIOUS TRADES.

I. THE CONTRACTOR SHALL PROVIDE ALL NECESSARY BARRICADES, SIGNAGE, REFLECTORS, LIGHTS, ETC., DURING
CONSTRUCTION. PROPERLY DEMARCATE AREAS CLOSED TO THE PUBLIC.

J. THE CONTRACTOR WILL REMOVE ALL RUBBLE AND DEBRIS FROM THE JOB SITE AND LEAVE THE BUILDING AND
GROUNDS BROOM CLEAN UPON COMPLETION OF WORK EACH DAY.

K. WHENEVER THERE ARE DISCREPANCIES BETWEEN THE DRAWINGS, OR THE DRAWINGS AND SPECIFICATIONS, THE
CONTRACTOR SHALL ESTIMATE UPON THE BETTER QUALITY OR GREATER QUANTITY OF MATERIAL OF WORK CALLED
FOR, AND IT SHALL BE SO FURNISHED UNLESS OTHERWISE ORDERED IN WRITING. IMMEDIATELY NOTIFY THE ENGINEER /
ARCHITECT OF RECORD OF ANY DISCREPANCIES BETWEEN THE CONTRACT DOCUMENTS AND ANY APPLICABLE
STANDARDS, CODES, OR ORDINANCES. WHERE DISCREPANCIES OCCUR, THE MOST STRINGENT BY LAW SHALL APPLY.

L. PLANS AND DETAIL DRAWINGS ARE TO LIMIT, EXPLAIN AND DEFINE CONDITIONS, SPECIFIED REQUIREMENTS AND
MANNER OF WORK, STRUCTURAL OR OTHER CONDITIONS MAY REQUIRE CERTAIN MODIFICATIONS FROM THE MANNER
OF INSTALLATION SHOWN AND SUCH DEVIATIONS ARE PERMISSIBLE AND SHALL BE MADE AS REQUIRED, BUT SPECIFIED
SIZES AND REQUIREMENTS NECESSARY FOR SATISFACTORY OPERATION SHALL REMAIN UNCHANGED. ALL SUCH
CHANGES SHALL BE MADE AS REQUIRED AND SHALL BE REFERRED TO THE ENGINEER / ARCHITECT OF RECORD FOR
APPROVAL BEFORE  PROCEEDING. EXTRA CHARGES SHALL NOT BE ALLOWED FOR THESE CHANGES. THE CONTRACTOR
SHALL REALIZE THAT THE DRAWINGS COULD NOT DELVE INTO EVERY STEP, SEQUENCE, OR OPERATION NECESSARY FOR
THE COMPLETION OF THE PROJECT WITHOUT DRAWING ON THE CONTRACTOR'S EXPERIENCE OF INGENUITY. HOWEVER,
ONLY TYPICAL DETAILS ARE SHOWN ON THE PLANS. IN CASES WHERE THE CONTRACTOR IS NOT CERTAIN ABOUT THE
METHOD OF INSTALLATION OF HIS WORK, HE SHALL ASK FOR FURTHER EXPLANATION. LACK OF UNDERSTANDING SHALL
NOT BE AN EXCUSE FOR IMPROPER INSTALLATION. IN GENERAL, THE DRAWINGS ARE DIAGRAMMATIC AND THE
CONTRACTOR SHALL INSTALL HIS WORK IN A MANNER THAT INTERFERENCES BETWEEN THE VARIOUS TRADES IS
AVOIDED. IN CASES WHERE INTERFERENCES DO OCCUR, THE ENGINEER / ARCHITECT OF RECORD IS TO STATE WHICH
EQUIPMENT, PIPING, ETC., IS TO BE RELOCATED REGARDLESS OF WHICH ITEM WAS INSTALLED FIRST.

M. THE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL NECESSARY CONSTRUCTION PERMITS AND FEES. ALL PERMITS AND
FEES ASSOCIATED WITH CONNECTION TO THE UTILITIES SERVICES SHALL BE PAID BY THE CONTRACTOR AND INCLUDED
IN THE CONSTRUCTION BID.

COVER SHEET
T1.00 TITLE SHEET

ACCESSIBILITY
T1.01 ACCESSIBILITY REQUIREMENTS
T1.02 ACCESSIBILITY REQUIREMENTS
T1.03 ACCESSIBILITY REQUIREMENTS

STRUCTURAL
S1.01 FOUNDATION PLAN, DETAILS  & NOTES

ARCHITECTURAL
A1.01 DEMOLITION PLAN
A1.02 FLOOR PLAN
A1.03 REFLECTED CEILING PLAN
A1.04 EXTERIOR ELEVATIONS
A1.05 INTERIOR ELEVATIONS
A1.06 ROOM FINISH & DOOR SCHEDULES

MECHANICAL/PLUMBING
MP1.00 PLUMBING SPECS & NOTES
MP1.01 MECHANICAL GENERAL NOTES
MP1.02 DEMO & FLOOR PLAN (PLUMBING & HVAC)
MP1.03 HVAC & PLUMBING SCHEDULES / DETAILS

ELECTRICAL
E1.00 ELECTRICAL LEGENDS
E1.01 DEMO & FLOOR PLAN (ELEC. & LIGHTING)
E1.02 ELECTRICAL SCHEDULES

SHEET INDEX

FIRE SPRINKLER SYSTEM 2015 IBC SEC. 903
     GROUP U OCCUPANCY - NOT REQUIRED

FIRE EXTINGUISHERS 2015 IBC SEC 906
   NOT REQUIRED

MANUAL FIRE ALARM SYSTEM 2015 IBC SEC. 907
   GROUP U OCCUPANCY - NOT REQUIRED

FIRE RESISTANCE RATING     2015 IBC TABLE 601,602
TYPE V-B CONSTRUCTION, UNPROTECTED

PARTY AND FIRE WALLS 0  HR INTERIOR NON-BEARING 0 HR
STRUCTURAL FRAME 0  HR EXTERIOR NON-BEARING 0 HR
INTERIOR BEARING WALLS 0  HR FLOORS & FLOOR/CEILING ASSEMBLY 0 HR
EXTERIOR BEARING WALLS 0  HR ROOF & ROOF/CEILING ASSEMBLY 0 HR

FIRE RESISTANCE RATING REQUIREMENTS FOR EXTERIOR WALLS BASED ON FIRE SEPARATION DISTANCE
X < 5' (GROUP B - TYPE VB CONSTRUCTION) 1  HR
5' < X < 10' (GROUP B - TYPE VB CONSTRUCTION) 1  HR
10' < X < 30' (GROUP B - TYPE VB CONSTRUCTION) 0  HR
X > 30' (ALL) 0  HR

APPLICABLE CODES
  STATE / CITY
   2015 INTERNATIONAL ENERGY CONSERVATION CODE
   2015 INTERNATIONAL BUILDING CODE
   2015 INTERNATIONAL PLUMBING CODE
   2015 INTERNATIONAL MECHANICAL CODE
   2015 NATIONAL ELECTRICAL CODE
   2015 INTERNATIONAL FIRE CODE
   ALL OTHER APPLICABLE 2015 ICC CODES
   NFPA 101, LIFE SAFETY CODE (LSC)

  ACCESSIBILITY
   AMERICANS WITH DISABILITIES ACT (ADA)

   TEXAS ACCESSIBILITY STANDARDS (TAS) OF THE ARCHITECTURAL BARRIERS ACT -
   ARTICLE 9102, TEXAS CIVIL STATUTES - EFFECTIVE MARCH 15, 2012; UNIFORM
   ACCESSIBILITY STANDARDS (41 CFR 101-19.6, APP.A) AND ALL TECHNICAL
   MEMORANDA TO DATE

TYPE OF OCCUPANCY
GROUP - U (UTILITY AND MISCELLANEOUS) 2015 IBC - SEC.312

OCCUPANT LOAD 2015 IBC - TABLE 1004.1.2

EXISTING STORAGE 118SF/300grs    =     1 (OCCUPANTS)
RESTROOMS 1,365SF/50grs   =   27 (OCCUPANTS)
                                                      TOTAL OCCUPANT LOAD          =   28 (OCCUPANTS)

CONSTRUCTION TYPE
TYPE V B - W/O SPRINKLER 2015 IBC - SECTION 504
AREA ALLOWANCE (W/O AREA INCREASE): 5,500SF / STORY (TABLE 506.2)

HEIGHT ALLOWED (GROUP - U): 40 FEET (TABLE 504.3)
NUMBER OF STORIES ALLOWED (GROUP - U):  1 STORIES (TABLE 504.4)

EGRESS
GROUP U OCCUPANCY

MAXIMUM TRAVEL DISTANCE 2015 IBC TABLE 1017.2
TO EXIT - W/O SPRINKLER 300 FEET

MAXIMUM DEAD END 2015 IBC SEC. 1020.4
CORRIDOR LENGTH 20 FEET (GROUP U)

EXITS REQUIRED 2015 IBC TABLE 1006.3.2
1 MINIMUM

ACTUAL EXITS PROVIDED: 3 (PER RESTROOM)

CORRIDOR FIRE-RESISTANCE RATING 2015 IBC TABLE 1020.1
RESISTANCE RATING: 1 (W/O SPRINKLER)

MINIMUM TOTAL EGRESS WIDTH: 2015 IBC TABLE 1005.3.2
   CORRIDORS
      0.15 x 28 (NO. OF OCCUPANTS) 44 INCHES MINIMUM
      ACTUAL WIDTH PROVIDED N/A

PROJECT INFORMATION

ARCHITECT
SC ARCHITECTURE, LP
2931 ELKTON TRAIL
TYLER, TEXAS 75703
CONTACT: J. MAX SLICKER, NCARB
PHONE: 903.630.7330

SCOPE OF WORK
ADDITION AND RENOVATION TO THE EXISTING
RESTROOM FACILITY LOCATED AT FAULKNER
BASEBALL COMPLEX IN THE CITY OF TYLER.

BUILDING AREA
EXISTING COVERED PORCH                               1,652 SF
EXISTING STORAGE                                                118 SF
EXISTING RESTROOMS                                           705 SF
NEW RESTROOM ADDITION                                   660 SF
TOTAL AREA                                                          3,135 SF

PROJECT ADDRESS
410 W CUMBERLAND RD.
TYLER, TEXAS 75703
BLOCK 1170  /  LOT 1

ZONING TYPE
CITY OF TYLER
PLANNING AND ZONING
ZONING: AG

OWNER
CITY OF TYLER
2000 W. FRONT ST.
TYLER, TEXAS 75702
CONTACT: RUSS JACKSON (PARKS & REC DEPT.)
PHONE: 903.531.1370

CONSTRUCTION MANAGER
T.B.D.

CIVIL ENGINEER
MHS PLANNING AND DESIGN, LLC
212 WEST NINTH ST.
TYLER, TEXAS 75701
CONTACT: WILLIAM SPENCER, P.E.
PHONE: 903.597.6606

PROJECT
LOCATION

SYMBOL LEGEND

STRUCTURAL ENGINEER
MCCOWN ENGINEERING, LLC
11152 CR 1113
TYLER, TEXAS 75709
CONTACT: SHANNON MCCOWN, P.E.
PHONE: 903.534.4741

MEP ENGINEER
PHIL MUDD ENGINEERING, LLC
302 OWENS OAK DR.
LAKE DALLAS, TEXAS 75065
CONTACT: PHIL MUDD, P.E.
PHONE: 214.212.7016

07
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2010 ADA Standards for Accessible Design

for Public Accommodations and Commercial Facilities: Title III

CHAPTER 3: BUILDING BLOCKS

CHAPTER 4: ACCESSIBLE ROUTES
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2010 ADA Standards for Accessible Design

for Public Accommodations and Commercial Facilities: Title III

CHAPTER 4: ACCESSIBLE ROUTES (cont.)

CHAPTER 6: PLUMBING ELEMENTS & FACILITIES

CHAPTER 5: GENERAL SITE AND BUILDING ELEMENTS
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2010 ADA Standards for Accessible Design

for Public Accommodations and Commercial Facilities: Title III

CHAPTER 7: COMMUNICATION ELEMENTS AND FEATURES

CHAPTER 8: SPECIAL ROOMS, SPACES AND ELEMENTS

CHAPTER 9: BUILT-IN ELEMENTS
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FOUNDATION PLAN SECTION 1

S1.01

DETAIL - BEAM REPAIR 2

S1.01

8" BONDBEAM

LINTEL SCHEDULE & DETAILS

EXISTING CMU

LINTEL SCHEDULE

3

S1.01

CONCRETE MIX DESIGN PARAMETERS

REVISIONS
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FDN PLAN,
DETAILS &

NOTES

AutoCAD SHX Text
SCALE: 1/8"=1'-0"

AutoCAD SHX Text
PLAN NORTH

AutoCAD SHX Text
1

AutoCAD SHX Text
S1.01

AutoCAD SHX Text
(TYP.)

AutoCAD SHX Text
NOTE: EXISTING FOUNDATION DRAWINGS ARE UNAVAILABLE.  AN EXISTING  EXISTING FOUNDATION DRAWINGS ARE UNAVAILABLE.  AN EXISTING FOUNDATION LAYOUT HAS BEEN ASSUMED.  CONTRACTOR MUST FIELD VERIFY EXISTING FOUNDATION LAYOUT AND CONTACT THE ARCHITECT IF FOUNDATION REVISIONS ARE REQUIRED DUE TO EXISTING CONDITIONS..

AutoCAD SHX Text
EXISTING GRADE BEAMS, FIELD VERIFY

AutoCAD SHX Text
BEAM REPAIR REQUIRED AT THESE (2) COLUMNS, SEE 2/S1.01

AutoCAD SHX Text
FIN. FLR

AutoCAD SHX Text
(3) #5 CONT. TOP & BOT. & #3 TIES @ 18" O.C.,

AutoCAD SHX Text
SCALE: 3/4"=1'-0"

AutoCAD SHX Text
EXISTING SLAB ON GRADE, FIELD CUT AS REQUIRED

AutoCAD SHX Text
DWLS TO MATCH SIZE & LOCATION OF WALL REINFORCING

AutoCAD SHX Text
8" CMU WALL w/ #5's VERT. @ 24" O.C, & HOR. TRUSS-TYPE JOINT REINF. @ 16" O.C.

AutoCAD SHX Text
#3 DWLS @ 36" O.C, ANCHOR TO EXISTING SLAB w/ HILTI HIT HY-200 ADHESIVE, 4" EMBEDMENT, ALTERNATE DWL DIRECTION

AutoCAD SHX Text
CL COLUMN

AutoCAD SHX Text
EXISTING CMU COLUMN

AutoCAD SHX Text
EXISTING STEEL COLUMN

AutoCAD SHX Text
EXISTING GLU-LAM WOOD BEAM

AutoCAD SHX Text
EXISTING STEEL SADDLE PLATE

AutoCAD SHX Text
NEW L5x3 x  (A36), EACH SIDE w/ 12x  (A36), EACH SIDE w/ 516 (A36), EACH SIDE w/ (2)  "  A307 THRU BOLTS (FIT 12"  A307 THRU BOLTS (FITSNUG TO BOTTOM OF WOOD TRUSS BOTTOM CHORD

AutoCAD SHX Text
EXISTING WOOD TRUSS

AutoCAD SHX Text
SCALE: 3/4"=1'-0"

AutoCAD SHX Text
L5x3  EACH SIDE 12 EACH SIDE OF CMU WALL

AutoCAD SHX Text
EXISTING 8" CMU WALL

AutoCAD SHX Text
CONT.   PLATE14 PLATE

AutoCAD SHX Text
LESS THAN OR EQUAL TO 4'-0" OPNG

AutoCAD SHX Text
WALL TYPE

AutoCAD SHX Text
NOTES: 1.  LINTEL SCHEDULE APPLIES UNLESS NOTED OR DETAILED OTHERWISE. 2.  DOUBLE ANGLE LINTELS SHALL BE POSITIONED BACK-TO-BACK AND WELDED TOGETHER @ 12 INCH INTERVALS, UNLESS NOTED OTHERWISE. 3.  PROVIDE 8" BEARING @ EACH END, MINIMUM. 4.  FILL CMU CELLS BELOW LINTEL BEARING w/ GROUT, FULL HEIGHT, AND REINFORCE w/ (1) #4 VERTICAL. 5.  ALL LINTELS SHALL BE HOT-DIPPED GALVANIZED AFTER FABRICATION.
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WIRE SIZING SCHEDULE SINGLE

PHASE

CIRCUIT

 BREAKER

COPPER WIRE SIZE

(INCLUDES NEUTRAL)

TAG

20A

25A

30A

35A

40A

45A

50A

55A

60A

65A

70A

80A

90A

100A

125A

150A

200A

225A

250A

400A
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MECHANICAL EQUIPMENT SCHEDULE

KEY ITEM NAME

CKT LOAD (MCA)

CKT

VOLTAGE

CKT

PHASE

FEEDER (REF. FEEDER

SCHEDULE BELOW)

MISC. NOTES

PANELBOARD

CKT

MOCP

         LIGHTING FIXTURE SCHEDULE
TYPE DESCRIPTION MANUFACTURER / CATALOG NUMBER LAMPS VOLT WATTS DIMMIN

G
MOUNTING REMARKS

4' LED LENSED STRIP WITH DIFFUSED MATTE ACRYLIC
LENS, 0-10V DIMMABLE, 80 CRI, 3500K

ADVANTAGE LIGHTING #LDL24SMAWL-35-HMS-M-W-4-EDN LED 120-277V SURFACE MOUNTED
AT TOP OF WALL

REFER TO RCP FOR MOUNTING INFORMATION

A UNV 41.2 0-10V

EXTERIOR DECORATIVE SQUARE WALL SCONCE, WET
LOCATION LISTED.  SILICONE FOAM GASKETED WITH ONE

PIECE MOLDED OPAL POLYCARBONATE LENS

ELCAST #808-21WLED-40K-120-MB LED 120-277V REFER TO EXTERIOR ELEVATIONS FOR FIXTURE MOUNTING HEIGHT

V UNV 21 0-10V SURFACE

DIE CAST ALUMINUM WALL PACK TO MATCH AREA LIGHTS
WITH SILICONE REFRACTIVE OPTICS

LSI #XWM FT LED 08L 40 UE BRZ LED 120-277V REFER TO EXTERIOR ELEVATIONS FOR FIXTURE MOUNTING HEIGHT

W UNV 82 0-10V SURFACE

LED THERMOPLASTIC DUAL-HEAD  EMERGENCY FIXTURE
FOR A MINUMUM OF 90 MINUTE SEALED NICAD BATTERY

MULE #SQ-80-LED-W LED 120-277V

EM UNV 2 - SURFACE

EDGE-LIT EXIT SIGN, (CHOOSE SINGLE OR DOUBLE) FACE,
RED LETTERS, ANODIZED ALUMINUM HOUSING

HE WILLIAMS #EXIT/EL/RECESSED-SF-R-CP-AN-EM-D LED 120-277V ARROW INDICATIONS / SINGLE OR DOUBLE FACE PER PLAN

X UNV 4 - RECESSED

EMERGENCY EXTERIOR EGRESS LIGHT, WALL MOUNTED,
WET LOCATION, BATTERY BALLAST, INTEGRAL

PHOTOCELL

MULE #MAKO-LED-ACEM-DB LED 120-277V REFER TO EXTERIOR ELEVATIONS FOR FIXTURE MOUNTING HEIGHT

XX UNV 11 - SURFACE
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MP1.00

PLUMBING RISER DESIGNATION

BALL VALVE

ALL SYMBOLS SHOWN IN SYMBOL LIST ARE NOT NECESSARILY USED.

AFF ABOVE FINISHED FLOOR

PCO PLUG CLEANOUT

ELECTRIC WATER COOLEREWC

HOSE BIBB (H.B.)

RISER UP (ELBOW)

RISER DOWN (ELBOW)

ECCENTRIC REDUCER

UNION

CONCENTRIC REDUCER

PLUG VALVE

FLEXIBLE CONNECTION (PIPE LINE)

DIRECTION OF FLOW

ACID WASTE

ACID VENT

AW

AV

CAP ON END OF LINE

CONDENSATE DRAIND

ROOF DRAINRD

PLUMBING SYMBOLS

VTR

WCO

GCO

FCO

CO

RWC

V

GW

SD

OF

G

WALL CLEANOUT

GRADE CLEANOUT

FLOOR CLEANOUT

CLEANOUT

RAIN WATER CONDUCTOR

VENT THRU ROOF

ROOF DRAIN (RD)

HUB DRAIN (HD)

FLOOR DRAIN (FD)

THRUST BLOCK

BUTTERFLY VALVE

STRAINER

CHECK VALVE

GATE VALVE

DIRECTION OF SLOPE DOWN

SANITARY VENT

SANITARY SEWER

GREASE WASTE LINE

STORM DRAIN

OVERFLOW ROOF DRAIN

GAS PIPE

HOT WATER (HW)

COLD WATER (CW)

HOT WATER RETURN (HWR)

GLOBE VALVE

BALANCE VALVE

NON-FREEZE WALL HYDRANTNFWH

UNDERGROUNDUG

PLUMBING NOTES

UNDERFLOORUF

P
1

DIVISION 15 - PLUMBING SPECIFICATIONS

RESPONSIBILITY

DRAWINGS AND SPECIFICATIONS

SHOP DRAWINGS

SUBSTITUTION OF MATERIALS

COOPERATION

CHANGES IN THE WORK

PROTECTION OF WORK AND PROPERTY

CODES AND REGULATIONS

MATERIALS AND WORKMANSHIP

PERMITS

CODE REQUIREMENTS

INSPECTION OF SITE

GENERAL

SCOPE

MATERIALS AND PERFORMANCE

GENERAL PROVISIONS
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SHEET
TITLE

FIRE PROTECTION INFORMATION

PROJECT GENERAL NOTES

CODE INFORMATIONVICINITY MAP

A. SUBMITTING A BID, THE CONTRACTOR SPECIFICALLY ACKNOWLEDGES AND DECLARES THAT THE DRAWINGS ARE FULL
AND COMPLETE, AND SUFFICIENT TO ENABLE HIM TO CONSTRUCT THE WORK IN ACCORDANCE WITH ALL APPLICABLE
LAWS, STATUES, BUILDING CODES, ORDINANCES AND REGULATIONS.

B. CONTRACTORS SHALL PERFORM ALL WORK AS SHOWN ON THE DRAWINGS AND SPECS. ALL WORK SHALL BE IN
COMPLIANCE WITH THE INTERNATIONAL BUILDING CODE, THE NFPA 101 LIFE SAFETY CODE, RECOGNIZED INDUSTRY
STANDARD, CRAFTSMANSHIP, STANDARDS IN THE AREA, ALL MANUFACTURER'S RECOMMENDATIONS AND ALL OTHER
APPLICABLE CODES AND ORDINANCES.

C. THE ENGINEER / ARCHITECT DOES NOT HAVE CONTROL OR CHARGE OF, AND SHALL NOT BE HELD RESPONSIBLE FOR
CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES AND PROCEDURES OR FOR THE SAFETY PRECAUTIONS,
AND PROGRAMS IN CONNECTION WITH ANY OF THE WORK, OR FOR THE FAILURE OF ANY OF THEM TO CARRY OUT THE
WORK IN ACCORDANCE WITH THE CONTRACT DOCUMENTS.

D. DO NOT SCALE DRAWINGS. USE WRITTEN DIMENSIONS ONLY. IMMEDIATELY NOTIFY THE ENGINEER / ARCHITECT OF ANY
DISCREPANCIES BETWEEN THESE CONTRACT DOCUMENTS AND ANY EXISTING CONDITIONS.

E. PRIOR TO SUBMITTING A BID, THE CONTRACTOR SHALL VISIT THE SITE AND ACCOUNT HIMSELF THOROUGHLY WITH ALL
EXISTING FACILITIES AND CONDITIONS WHICH WOULD AFFECT HIS PORTION OF THE WORK AND CORRELATE PERSONAL
OBSERVATIONS, WITH REQUIREMENTS OF THE CONTRACT DOCUMENTS. FAILURE TO DO SO SHALL NOT RELIEVE THE
CONTRACTOR FROM THE RESPONSIBILITY OF INSTALLING THE WORK TO MEET SAID CONDITIONS.

F. THE CONTRACTOR SHALL TAKE FIELD MEASUREMENTS AND CAREFULLY EXAMINE AND VERIFY FIELD CONDITIONS AND
SHALL CAREFULLY COMPARE SUCH FIELD MEASUREMENTS. CONDITIONS AND OTHER INFORMATION KNOWN TO THE
CONTRACTOR WITH THE DRAWINGS BEFORE SUBMITTING A BID OR COMMENCING WITH ANY CONSTRUCTION ACTIVITIES.
ERRORS, INCONSISTENCIES OR OMISSIONS DISCOVERED SHALL BE REPORTED TO THE ENGINEER / ARCHITECT OF
RECORD PRIOR TO THE BID DATE AND SHALL NOT CONSTITUTE A CHANGE ORDER.

G. IF THE CONTRACTOR FINDS ANY DETAIL, CONSTRUCTION PROCEDURE OR MATERIAL SHOWN ON THE DRAWINGS WHICH
HE BELIEVES IS NOT SATISFACTORY FOR THE USE SHOWN, HE SHALL NOTIFY THE ENGINEER / ARCHITECT OF RECORD
DURING THE BIDDING PERIOD. SIGNING OF THE CONTRACT AND STARTING WORK SHALL INDICATE HIS ACCEPTANCE
AND AGREEMENT WITH ALL DETAIL, CONSTRUCTION PROCEDURES, AND MATERIALS SO SHOWN AND SHALL INDICATE
HIS WILLINGNESS TO WARRANT THE WORK.

H. THE CONTRACTOR IS RESPONSIBLE FOR THE LOCATION AND COORDINATION OF ALL CONDUIT, PIPING, DUCTWORK,
ETC., WITH THE VARIOUS TRADES.

I. THE CONTRACTOR SHALL PROVIDE ALL NECESSARY BARRICADES, SIGNAGE, REFLECTORS, LIGHTS, ETC., DURING
CONSTRUCTION. PROPERLY DEMARCATE AREAS CLOSED TO THE PUBLIC.

J. THE CONTRACTOR WILL REMOVE ALL RUBBLE AND DEBRIS FROM THE JOB SITE AND LEAVE THE BUILDING AND
GROUNDS BROOM CLEAN UPON COMPLETION OF WORK EACH DAY.

K. WHENEVER THERE ARE DISCREPANCIES BETWEEN THE DRAWINGS, OR THE DRAWINGS AND SPECIFICATIONS, THE
CONTRACTOR SHALL ESTIMATE UPON THE BETTER QUALITY OR GREATER QUANTITY OF MATERIAL OF WORK CALLED
FOR, AND IT SHALL BE SO FURNISHED UNLESS OTHERWISE ORDERED IN WRITING. IMMEDIATELY NOTIFY THE ENGINEER /
ARCHITECT OF RECORD OF ANY DISCREPANCIES BETWEEN THE CONTRACT DOCUMENTS AND ANY APPLICABLE
STANDARDS, CODES, OR ORDINANCES. WHERE DISCREPANCIES OCCUR, THE MOST STRINGENT BY LAW SHALL APPLY.

L. PLANS AND DETAIL DRAWINGS ARE TO LIMIT, EXPLAIN AND DEFINE CONDITIONS, SPECIFIED REQUIREMENTS AND
MANNER OF WORK, STRUCTURAL OR OTHER CONDITIONS MAY REQUIRE CERTAIN MODIFICATIONS FROM THE MANNER
OF INSTALLATION SHOWN AND SUCH DEVIATIONS ARE PERMISSIBLE AND SHALL BE MADE AS REQUIRED, BUT SPECIFIED
SIZES AND REQUIREMENTS NECESSARY FOR SATISFACTORY OPERATION SHALL REMAIN UNCHANGED. ALL SUCH
CHANGES SHALL BE MADE AS REQUIRED AND SHALL BE REFERRED TO THE ENGINEER / ARCHITECT OF RECORD FOR
APPROVAL BEFORE  PROCEEDING. EXTRA CHARGES SHALL NOT BE ALLOWED FOR THESE CHANGES. THE CONTRACTOR
SHALL REALIZE THAT THE DRAWINGS COULD NOT DELVE INTO EVERY STEP, SEQUENCE, OR OPERATION NECESSARY FOR
THE COMPLETION OF THE PROJECT WITHOUT DRAWING ON THE CONTRACTOR'S EXPERIENCE OF INGENUITY. HOWEVER,
ONLY TYPICAL DETAILS ARE SHOWN ON THE PLANS. IN CASES WHERE THE CONTRACTOR IS NOT CERTAIN ABOUT THE
METHOD OF INSTALLATION OF HIS WORK, HE SHALL ASK FOR FURTHER EXPLANATION. LACK OF UNDERSTANDING SHALL
NOT BE AN EXCUSE FOR IMPROPER INSTALLATION. IN GENERAL, THE DRAWINGS ARE DIAGRAMMATIC AND THE
CONTRACTOR SHALL INSTALL HIS WORK IN A MANNER THAT INTERFERENCES BETWEEN THE VARIOUS TRADES IS
AVOIDED. IN CASES WHERE INTERFERENCES DO OCCUR, THE ENGINEER / ARCHITECT OF RECORD IS TO STATE WHICH
EQUIPMENT, PIPING, ETC., IS TO BE RELOCATED REGARDLESS OF WHICH ITEM WAS INSTALLED FIRST.

M. THE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL NECESSARY CONSTRUCTION PERMITS AND FEES. ALL PERMITS AND
FEES ASSOCIATED WITH CONNECTION TO THE UTILITIES SERVICES SHALL BE PAID BY THE CONTRACTOR AND INCLUDED
IN THE CONSTRUCTION BID.
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E2.01 DEMO & FLOOR PLAN (ELEC. & LIGHTING)
E2.02 ELECTRICAL SCHEDULES

SHEET INDEX

FIRE SPRINKLER SYSTEM 2015 IBC SEC. 903
     GROUP U OCCUPANCY - NOT REQUIRED

FIRE EXTINGUISHERS 2015 IBC SEC 906
   NOT REQUIRED

MANUAL FIRE ALARM SYSTEM 2015 IBC SEC. 907
   GROUP U OCCUPANCY - NOT REQUIRED

FIRE RESISTANCE RATING     2015 IBC TABLE 601,602
TYPE V-B CONSTRUCTION, UNPROTECTED

PARTY AND FIRE WALLS 0  HR INTERIOR NON-BEARING 0 HR
STRUCTURAL FRAME 0  HR EXTERIOR NON-BEARING 0 HR
INTERIOR BEARING WALLS 0  HR FLOORS & FLOOR/CEILING ASSEMBLY 0 HR
EXTERIOR BEARING WALLS 0  HR ROOF & ROOF/CEILING ASSEMBLY 0 HR

FIRE RESISTANCE RATING REQUIREMENTS FOR EXTERIOR WALLS BASED ON FIRE SEPARATION DISTANCE
X < 5' (GROUP B - TYPE VB CONSTRUCTION) 1  HR
5' < X < 10' (GROUP B - TYPE VB CONSTRUCTION) 1  HR
10' < X < 30' (GROUP B - TYPE VB CONSTRUCTION) 0  HR
X > 30' (ALL) 0  HR

APPLICABLE CODES
  STATE / CITY
   2015 INTERNATIONAL ENERGY CONSERVATION CODE
   2015 INTERNATIONAL BUILDING CODE
   2015 INTERNATIONAL PLUMBING CODE
   2015 INTERNATIONAL MECHANICAL CODE
   2015 NATIONAL ELECTRICAL CODE
   2015 INTERNATIONAL FIRE CODE
   ALL OTHER APPLICABLE 2015 ICC CODES
   NFPA 101, LIFE SAFETY CODE (LSC)

  ACCESSIBILITY
   AMERICANS WITH DISABILITIES ACT (ADA)

   TEXAS ACCESSIBILITY STANDARDS (TAS) OF THE ARCHITECTURAL BARRIERS ACT -
   ARTICLE 9102, TEXAS CIVIL STATUTES - EFFECTIVE MARCH 15, 2012; UNIFORM
   ACCESSIBILITY STANDARDS (41 CFR 101-19.6, APP.A) AND ALL TECHNICAL
   MEMORANDA TO DATE

TYPE OF OCCUPANCY
GROUP - U (UTILITY AND MISCELLANEOUS) 2015 IBC - SEC.312

OCCUPANT LOAD 2015 IBC - TABLE 1004.1.2

EXISTING STORAGE 305SF/300grs    =     1 (OCCUPANTS)
EXISTING CONCESSION 801SF/200grs    =     4 (OCCUPANTS)
RESTROOMS 755SF/50grs      =   15 (OCCUPANTS)
                                                      TOTAL OCCUPANT LOAD           =   20 (OCCUPANTS)

CONSTRUCTION TYPE
TYPE V B - W/O SPRINKLER 2015 IBC - SECTION 504
AREA ALLOWANCE (W/O AREA INCREASE): 5,500SF / STORY (TABLE 506.2)

HEIGHT ALLOWED (GROUP - U): 40 FEET (TABLE 504.3)
NUMBER OF STORIES ALLOWED (GROUP - U):  1 STORIES (TABLE 504.4)

EGRESS
GROUP U OCCUPANCY

MAXIMUM TRAVEL DISTANCE 2015 IBC TABLE 1017.2
TO EXIT - W/O SPRINKLER 300 FEET

MAXIMUM DEAD END 2015 IBC SEC. 1020.4
CORRIDOR LENGTH 20 FEET (GROUP U)

EXITS REQUIRED 2015 IBC TABLE 1006.3.2
1 MINIMUM

ACTUAL EXITS PROVIDED: 1 (PER RESTROOM)

CORRIDOR FIRE-RESISTANCE RATING 2015 IBC TABLE 1020.1
RESISTANCE RATING: 1 (W/O SPRINKLER)

MINIMUM TOTAL EGRESS WIDTH: 2015 IBC TABLE 1005.3.2
   CORRIDORS
      0.15 x 20 (NO. OF OCCUPANTS) 44 INCHES MINIMUM
      ACTUAL WIDTH PROVIDED N/A

PROJECT INFORMATION

ARCHITECT
SC ARCHITECTURE, LP
2931 ELKTON TRAIL
TYLER, TEXAS 75703
CONTACT: J. MAX SLICKER, NCARB
PHONE: 903.630.7330

SCOPE OF WORK
ADDITION AND RENOVATION TO THE EXISTING
RESTROOM FACILITY LOCATED AT FAULKNER
BASEBALL COMPLEX IN THE CITY OF TYLER.

BUILDING AREA
EXISTING COVERED PORCH                               927 SF
EXISTING CONCESSION                                         801 SF
EXISTING STORAGE                                                305 SF
PLUMBING CHASE                                                  102 SF
EXISTING RESTROOMS                                           574 SF
NEW RESTROOM ADDITION                                   181 SF
TOTAL AREA (EXISTING SLAB)                            2,912 SF

PROJECT ADDRESS
410 W CUMBERLAND RD.
TYLER, TEXAS 75703
BLOCK 1170  /  LOT 1

ZONING TYPE
CITY OF TYLER
PLANNING AND ZONING
ZONING: AG

OWNER
CITY OF TYLER
2000 W. FRONT ST.
TYLER, TEXAS 75702
CONTACT: RUSS JACKSON (PARKS & REC DEPT.)
PHONE: 903.531.1370

CONSTRUCTION MANAGER
T.B.D.

CIVIL ENGINEER
MHS PLANNING AND DESIGN, LLC
212 WEST NINTH ST.
TYLER, TEXAS 75701
CONTACT: WILLIAM SPENCER, P.E.
PHONE: 903.597.6606

PROJECT
LOCATION

SYMBOL LEGEND

STRUCTURAL ENGINEER
MCCOWN ENGINEERING, LLC
11152 CR 1113
TYLER, TEXAS 75709
CONTACT: SHANNON MCCOWN, P.E.
PHONE: 903.534.4741

MEP ENGINEER
PHIL MUDD ENGINEERING, LLC
302 OWENS OAK DR.
LAKE DALLAS, TEXAS 75065
CONTACT: PHIL MUDD, P.E.
PHONE: 214.212.7016
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2010 ADA Standards for Accessible Design

for Public Accommodations and Commercial Facilities: Title III

CHAPTER 3: BUILDING BLOCKS

CHAPTER 4: ACCESSIBLE ROUTES
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2010 ADA Standards for Accessible Design

for Public Accommodations and Commercial Facilities: Title III

CHAPTER 4: ACCESSIBLE ROUTES (cont.)

CHAPTER 6: PLUMBING ELEMENTS & FACILITIES

CHAPTER 5: GENERAL SITE AND BUILDING ELEMENTS
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2010 ADA Standards for Accessible Design

for Public Accommodations and Commercial Facilities: Title III

CHAPTER 7: COMMUNICATION ELEMENTS AND FEATURES

CHAPTER 8: SPECIAL ROOMS, SPACES AND ELEMENTS

CHAPTER 9: BUILT-IN ELEMENTS
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FOUNDATION PLAN ROOF FRAMING PLAN SECTION 1

S1

SECTION 2

S1

DETAIL 3
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8" BONDBEAM

LINTEL SCHEDULE & DETAILS

EXISTING CMU

LINTEL SCHEDULE
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NOTE: EXISTING FOUNDATION DRAWINGS ARE UNAVAILABLE.  AN EXISTING  EXISTING FOUNDATION DRAWINGS ARE UNAVAILABLE.  AN EXISTING FOUNDATION LAYOUT HAS BEEN ASSUMED.  CONTRACTOR MUST FIELD VERIFY EXISTING FOUNDATION LAYOUT AND CONTACT THE ARCHITECT IF FOUNDATION REVISIONS ARE REQUIRED DUE TO EXISTING CONDITIONS..
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58" PLYWOOD DECKING ON 2x6 STICK FRAMING INFILL
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DWLS TO MATCH SIZE & LOCATION OF WALL REINFORCING, ANCHOR TO EXISTING CONC. w/ ANCHOR TO EXISTING CONC. w/ HILTI HIT HY-200 ADHESIVE, 4" EMBEDMENT
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8" CMU WALL w/ #5's VERT. @ 24" O.C, & HOR. TRUSS-TYPE JOINT REINF. @ 16" O.C.

AutoCAD SHX Text
FIN. FLR

AutoCAD SHX Text
EXISTING FOUNDATION, FIELD VERIFY
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SCALE: 3/4"=1'-0"
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EXISTING GLU-LAM WOOD BEAM
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CUT END OF EXISTING BEAM SQUARE
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SCALE: 3/4"=1'-0"
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LESS THAN OR EQUAL TO 4'-0" OPNG
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WALL TYPE

AutoCAD SHX Text
NOTES: 1.  LINTEL SCHEDULE APPLIES UNLESS NOTED OR DETAILED OTHERWISE. 2.  DOUBLE ANGLE LINTELS SHALL POSITIONED BACK-TO-BACK AND WELDED TOGETHER @ 12 INCH INTERVALS. 3.  PROVIDE 8" BEARING @ EACH END, MINIMUM. 4.  FILL CMU CELLS BELOW LINTEL BEARING w/ GROUT, FULL HEIGHT, AND REINFORCE w/ (1) #4 VERTICAL. 5.  ALL LINTELS SHALL BE HOT-DIPPED GALVANIZED AFTER FABRICATION.
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EL. (SEE ARCH'L DRWGS)
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EXISTING 8" CMU WALL
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NOTE:  CONTRACTOR MUST SHORE EXISTING   CONTRACTOR MUST SHORE EXISTING BLOCK WALL AS REQUIRED DURING INSTALLATION OF NEW W8 LINTEL.
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316"
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38" STIFF. PL, EACH SIDE @ COLUMN AND CMU BEARING
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NEW (2) 2x12 BEAM
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DADO OUTSIDE 2x12 INTO EXISTING BEAM

AutoCAD SHX Text
(2)  "  BOLTS12"  BOLTS

AutoCAD SHX Text
TIMBER FRAMING NOTES: 1.  Glued laminated and/or sawn timber members shall conform to the requirements of the American Institute of Timber Construction Standards, AITC 117 & A190.1, latest edition. 2.  Sawn lumber shall be #2 K.D. southern yellow pine, moisture content 15 percent with the following allowable stresses for a 2x4:     F(b) = 1100 psi, F(t) = 675 psi, F(c)(parallel to grain) = 1450 psi     F(c)(perpendicular to grain) = 565 psi, F(v) = 175 psi,     E = 1,400,000 psi 3.  Plywood for roof decking shall conform to the requirements in DOC PS 1 or PS 2.  Each panel shall be identified for grade and glue type by the trademarks of an approved testing and grading agency.  Roof decking shall be 5/8 inch, 5-ply, C-D INT-APA with exterior glue, Exposure 1 (span index 48/24).  Nailing for plywood roof sheathing shall be 8d nails at 6 inches on center along plywood edges and 12 inches on center along intermediate members.  Plyclips shall be used at all free edges, one at mid-point between all supports. 4.  All sawn lumber members in contact with concrete or masonry shall be pressure treated with a water borne treatment to a net retention of 0.3 PCF. STRUCTURAL STEEL NOTES: 1.  All structural steel design, fabrication, and erection shall conform to the latest edition of the AISC Manual of Steel Construction "Specification for Structural Steel Buildings - Allowable Stress Design."  Steel for wide flanges shapes shall conform to ASTM A992, hollow structural sections shall conform to ASTM A500 grade B, pipes shall conform to ASTM A53 grade B, all other structural steel shapes and plate shall conform to ASTM A36. 2.  Steel members shall be adequately supported or held in position during welding.  Procedure and sequence of welding shall be such that there shall be no distortion of members or buildup of localized stresses due to welding. 3.  All structural connections shall be seal welded with a minimum  " fillet weld.  All connections 316" fillet weld.  All connections requiring butt welds shall be a minimum  " partial penetration welds.  All welds shall be continuous along 14" partial penetration welds.  All welds shall be continuous along all edges or surfaces in contact with each other.  Any exceptions to these requirements shall be noted on the specific details for the affected joint. 4.  All welding shall conform to the recommendations of the AWS, and all welds, including field, shall be made only by certified welders using E7OXX electrodes. 5.  All structural steel shall be hot-dipped galvanized after fabrication.  Field touch up all ungalvanized, All structural steel shall be hot-dipped galvanized after fabrication.  Field touch up all ungalvanized, nicked, and painted areas with two (2) coats of cold galvanizing paint. 
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MECHANICAL EQUIPMENT SCHEDULE

KEY ITEM NAME

CKT LOAD (MCA)

CKT

VOLTAGE

CKT

PHASE

FEEDER (REF. FEEDER

SCHEDULE BELOW)

MISC. NOTES

PANELBOARD

CKT

MOCP

WIRE SIZING SCHEDULE SINGLE

PHASE

CIRCUIT

 BREAKER

COPPER WIRE SIZE

(INCLUDES NEUTRAL)

TAG

20A

25A

30A

35A

40A

45A

50A

55A

60A

65A

70A

80A

90A

100A

125A

150A

200A

225A

250A

400A
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         LIGHTING FIXTURE SCHEDULE
TYPE DESCRIPTION MANUFACTURER / CATALOG NUMBER LAMPS VOLT WATTS DIMMIN

G
MOUNTING REMARKS

4' LED LENSED STRIP WITH DIFFUSED MATTE ACRYLIC
LENS, 0-10V DIMMABLE, 80 CRI, 3500K

ADVANTAGE LIGHTING #LDL24SMAWL-35-HMS-M-W-4-EDN LED 120-277V SURFACE MOUNTED
AT TOP OF WALL

REFER TO RCP FOR MOUNTING INFORMATION

A UNV 41.2 0-10V

EXTERIOR DECORATIVE SQUARE WALL SCONCE, WET
LOCATION LISTED.  SILICONE FOAM GASKETED WITH ONE

PIECE MOLDED OPAL POLYCARBONATE LENS

ELCAST #808-21WLED-40K-120-MB LED 120-277V REFER TO EXTERIOR ELEVATIONS FOR FIXTURE MOUNTING HEIGHT

V UNV 21 0-10V SURFACE

DIE CAST ALUMINUM WALL PACK TO MATCH AREA LIGHTS
WITH SILICONE REFRACTIVE OPTICS

LSI #XWM FT LED 08L 40 UE BRZ LED 120-277V REFER TO EXTERIOR ELEVATIONS FOR FIXTURE MOUNTING HEIGHT

W UNV 82 0-10V SURFACE

LED THERMOPLASTIC DUAL-HEAD  EMERGENCY FIXTURE
FOR A MINUMUM OF 90 MINUTE SEALED NICAD BATTERY

MULE #SQ-80-LED-W LED 120-277V

EM UNV 2 - SURFACE

EDGE-LIT EXIT SIGN, (CHOOSE SINGLE OR DOUBLE) FACE,
RED LETTERS, ANODIZED ALUMINUM HOUSING

HE WILLIAMS #EXIT/EL/RECESSED-SF-R-CP-AN-EM-D LED 120-277V ARROW INDICATIONS / SINGLE OR DOUBLE FACE PER PLAN

X UNV 4 - RECESSED

EMERGENCY EXTERIOR EGRESS LIGHT, WALL MOUNTED,
WET LOCATION, BATTERY BALLAST, INTEGRAL

PHOTOCELL

MULE #MAKO-LED-ACEM-DB LED 120-277V REFER TO EXTERIOR ELEVATIONS FOR FIXTURE MOUNTING HEIGHT

XX UNV 11 - SURFACE
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PLUMBING RISER DESIGNATION

BALL VALVE

ALL SYMBOLS SHOWN IN SYMBOL LIST ARE NOT NECESSARILY USED.

AFF ABOVE FINISHED FLOOR

PCO PLUG CLEANOUT

ELECTRIC WATER COOLEREWC

HOSE BIBB (H.B.)

RISER UP (ELBOW)

RISER DOWN (ELBOW)

ECCENTRIC REDUCER

UNION

CONCENTRIC REDUCER

PLUG VALVE

FLEXIBLE CONNECTION (PIPE LINE)

DIRECTION OF FLOW

ACID WASTE

ACID VENT

AW

AV

CAP ON END OF LINE

CONDENSATE DRAIND

ROOF DRAINRD

PLUMBING SYMBOLS

VTR

WCO

GCO

FCO

CO

RWC

V

GW

SD

OF

G

WALL CLEANOUT

GRADE CLEANOUT

FLOOR CLEANOUT

CLEANOUT

RAIN WATER CONDUCTOR

VENT THRU ROOF

ROOF DRAIN (RD)

HUB DRAIN (HD)

FLOOR DRAIN (FD)

THRUST BLOCK

BUTTERFLY VALVE

STRAINER

CHECK VALVE

GATE VALVE

DIRECTION OF SLOPE DOWN

SANITARY VENT

SANITARY SEWER

GREASE WASTE LINE

STORM DRAIN

OVERFLOW ROOF DRAIN

GAS PIPE

HOT WATER (HW)

COLD WATER (CW)

HOT WATER RETURN (HWR)

GLOBE VALVE

BALANCE VALVE

NON-FREEZE WALL HYDRANTNFWH

UNDERGROUNDUG

UNDERFLOORUF

P
1
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PLUMBING NOTESDIVISION 15 - PLUMBING SPECIFICATIONS

RESPONSIBILITY

DRAWINGS AND SPECIFICATIONS

SHOP DRAWINGS

SUBSTITUTION OF MATERIALS

COOPERATION

CHANGES IN THE WORK

PROTECTION OF WORK AND PROPERTY

CODES AND REGULATIONS

MATERIALS AND WORKMANSHIP

PERMITS

CODE REQUIREMENTS

INSPECTION OF SITE

GENERAL

SCOPE

MATERIALS AND PERFORMANCE

GENERAL PROVISIONS
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GENERAL 1. GC/CONSTRUCTION MANAGER SHALL BE RESPONSIBLE TO CROSS COORDINATE THE GC/CONSTRUCTION MANAGER SHALL BE RESPONSIBLE TO CROSS COORDINATE THE MEP DRAWINGS WITH THE ARCHITECTURAL DRAWINGS FOR ALL MEP RELATED SYSTEMS - SPECIFICALLY, BUT NOT LIMITED TO, POWER AND DATA OUTLETS, LIGHT FIXTURES, LIGHT FIXTURE SWITCHING, SUPPLY OF WATER FOR COFFEE, REFRIGERATOR, DRINKING WATER DEVICES, ETC. 2. CONTRACTOR SHALL VISIT THE SITE AND BECOME FAMILIAR WITH THE PROJECT CONTRACTOR SHALL VISIT THE SITE AND BECOME FAMILIAR WITH THE PROJECT SCOPE, UTILITY CONNECTIONS, AND ALL BUILDING SERVICES. 3. COMPLETED INSTALLATIONS SHALL CONFORM TO ALL APPLICABLE FEDERAL, STATE COMPLETED INSTALLATIONS SHALL CONFORM TO ALL APPLICABLE FEDERAL, STATE AND LOCAL CODES AND THE SPECIFICATIONS.  IF ANY CONFLICTS OCCUR, THE MOST STRINGENT SHALL APPLY. 4. PROVIDE ALL MATERIALS AND EQUIPMENT AND PERFORM ALL LABOR REQUIRED TO PROVIDE ALL MATERIALS AND EQUIPMENT AND PERFORM ALL LABOR REQUIRED TO INSTALL COMPLETE AND OPERABLE SYSTEMS AS INDICATED AND AS REQUIRED BY CODE.   5. THE CONTRACTOR IS RESPONSIBLE FOR ALL WARRANTIES ON THE EQUIPMENT THE CONTRACTOR IS RESPONSIBLE FOR ALL WARRANTIES ON THE EQUIPMENT INSTALLED. 6. ENSURE THE EXECUTION OF ALL WARRANTIES FOR EQUIPMENT AND INSTALLATION IS ENSURE THE EXECUTION OF ALL WARRANTIES FOR EQUIPMENT AND INSTALLATION IS AS PRESCRIBED BY OWNER. 7. MECHANICAL LAYOUTS INDICATED ON THE DRAWINGS ARE DIAGRAMMATIC AND MECHANICAL LAYOUTS INDICATED ON THE DRAWINGS ARE DIAGRAMMATIC AND INTENDED TO SHOW RELATIVE POSITIONS AND ARRANGEMENT OF EQUIPMENT, DUCTWORK AND PIPING.  COORDINATE MECHANICAL WORK WITH OTHER TRADES AND MEASUREMENTS OBTAINED AT THE JOB SITE, AS APPLICABLE, PRIOR TO INSTALLATION.  GENERALLY INSTALL WORK IN LOCATIONS SHOWN ON THE DRAWINGS USING, AS NECESSARY, RISES, DROPS, OFFSETS AND TRANSITIONS TO FIT IN THE AVAILABLE SPACE UNLESS PREVENTED BY PROJECT CONDITIONS. 8. IF PREVENTED BY PROJECT CONDITIONS, PREPARE DRAWINGS SHOWING PROPOSED IF PREVENTED BY PROJECT CONDITIONS, PREPARE DRAWINGS SHOWING PROPOSED REARRANGEMENT OF WORK INCLUDING CHANGES TO WORK OF OTHER TRADES.  OBTAIN PERMISSION OF ARCHITECT BEFORE PROCEEDING. 9. INSTALL ALL MECHANICAL EQUIPMENT AND APPURTENANCES IN ACCORDANCE WITH INSTALL ALL MECHANICAL EQUIPMENT AND APPURTENANCES IN ACCORDANCE WITH MANUFACTURERS' WRITTEN INSTALLATION INSTRUCTIONS, DRAWINGS AND APPLICABLE CODES AND REGULATIONS. 10. LOCATE EQUIPMENT REQUIRING PERIODIC SERVICING SO THAT IT IS READILY LOCATE EQUIPMENT REQUIRING PERIODIC SERVICING SO THAT IT IS READILY ACCESSIBLE.  PROVIDE MEANS OF SERVICE ACCESS, FOLLOWING MANUFACTURER'S WRITTEN RECOMMENDED SERVICE CLEARANCE SPACE OR, AS APPLICABLE, MEANS OF ACCESS USING DUCT, WALL OR CEILING ACCESS DOORS. 11. COORDINATE ANY DEVICE REQUIRING AN ACCESS PANEL WITH THE ARCHITECT. COORDINATE ANY DEVICE REQUIRING AN ACCESS PANEL WITH THE ARCHITECT. 12. STANDARD DETAILS ILLUSTRATED ON THE DRAWINGS SHALL BE APPLIED IN ALL  STANDARD DETAILS ILLUSTRATED ON THE DRAWINGS SHALL BE APPLIED IN ALL  CASES WHERE THE FEATURE OCCURS IN THE SYSTEM DESIGN. 13. CONTRACTOR SHALL COORDINATE WITH THE ARCHITECT PRIOR TO CUTTING ANY CONTRACTOR SHALL COORDINATE WITH THE ARCHITECT PRIOR TO CUTTING ANY OPENING IN THE STRUCTURE. 14. WHERE HVAC WORK AFFECTS SYSTEMS IN OTHER AREAS, THE CONTRACTOR SHALL WHERE HVAC WORK AFFECTS SYSTEMS IN OTHER AREAS, THE CONTRACTOR SHALL COORDINATE THIS WORK WITH THE OWNER.  THIS WORK SHALL BE DONE TO FIT OWNER'S OPERATIONAL SCHEDULE AND MINIMIZE DISRUPTION/DISCOMFORT TO OCCUPIED AREAS.  PROVIDE 72-HOURS WRITTEN NOTICE WITH ANTICIPATED DURATION OF OUTAGE. 15. MAINTAIN A MINIMUM OF 6'-6  CLEARANCE TO UNDERSIDE OF PIPES, DUCTS, MAINTAIN A MINIMUM OF 6'-6  CLEARANCE TO UNDERSIDE OF PIPES, DUCTS,  CLEARANCE TO UNDERSIDE OF PIPES, DUCTS, CONDUITS, SUSPENDED EQUIPMENT, ETC. THROUGHOUT THE ACCESS ROUTES IN MECHANICAL ROOMS AND CENTRAL PLANTS. 16. ALL EQUIPMENT, PIPING AND DUCTWORK, ETC, SHALL BE SUPPORTED AS DETAILED ALL EQUIPMENT, PIPING AND DUCTWORK, ETC, SHALL BE SUPPORTED AS DETAILED AND AS REQUIRED TO PROVIDE A VIBRATION-FREE INSTALLATION. 17. ALL DUCTWORK, PIPING AND EQUIPMENT SUPPORTED FROM STRUCTURAL STEEL ALL DUCTWORK, PIPING AND EQUIPMENT SUPPORTED FROM STRUCTURAL STEEL SHALL BE COORDINATED WITH THE CONTRACTOR.  ALL ATTACHMENTS TO STEEL BAR JOISTS, TRUSSES, OR JOIST GIRDERS SHALL BE AT PANEL POINTS.  PROVIDE BEAM CLAMPS MEETING MSS STANDARDS.  WELDING TO STRUCTURAL MEMBERS SHALL NOT BE PERMITTED.  THE USE OF C-CLAMPS SHALL NOT BE PERMITTED. 18. ALL MISCELLANEOUS STEEL REQUIRED ENSURING PROPER INSTALLATION AND AS ALL MISCELLANEOUS STEEL REQUIRED ENSURING PROPER INSTALLATION AND AS SHOWN ON THE DRAWINGS SHALL BE FURNISHED AND INSTALLED BY THE HVAC SUB-CONTRACTOR. 19. MECHANICAL EQUIPMENT, DUCTWORK OR PIPING SHALL NOT BE SUPPORTED FROM MECHANICAL EQUIPMENT, DUCTWORK OR PIPING SHALL NOT BE SUPPORTED FROM METAL DECK. EQUIPMENT 1. PROVIDE VIBRATION ISOLATION FOR ALL MECHANICAL EQUIPMENT TO PREVENT PROVIDE VIBRATION ISOLATION FOR ALL MECHANICAL EQUIPMENT TO PREVENT TRANSMISSION OF VIBRATION TO BUILDING STRUCTURE.

AutoCAD SHX Text
MECHANICAL GENERAL NOTES

AutoCAD SHX Text
DUCTWORK 1. DUCTWORK DIMENSIONS SHOWN ARE CLEAR INSIDE DIMENSIONS IN INCHES, DUCTWORK DIMENSIONS SHOWN ARE CLEAR INSIDE DIMENSIONS IN INCHES, INCLUDING LINER, WHERE ALLOWED.  INSTALLED DIMENSIONS SHALL NOT BE SMALLER.   2. RUN ALL DUCTS LEVEL, ABOVE CEILING AND TIGHT TO BOTTOM OF STRUCTURE RUN ALL DUCTS LEVEL, ABOVE CEILING AND TIGHT TO BOTTOM OF STRUCTURE UNLESS OTHERWISE NOTED ON HVAC FLOOR PLAN. 3. ELEVATIONS, WHERE SHOWN, ARE BOTTOM OF DUCT UNLESS OTHERWISE NOTED. ELEVATIONS, WHERE SHOWN, ARE BOTTOM OF DUCT UNLESS OTHERWISE NOTED. 4. OFFSET DUCTS INTO STRUCTURAL SPACE FOR ADDITIONAL CLEARANCE WHERE OFFSET DUCTS INTO STRUCTURAL SPACE FOR ADDITIONAL CLEARANCE WHERE SPACE ABOVE CEILING IS NOT SUFFICIENT FOR DUCTS TO CROSS OTHER DUCTS OR WORK OF OTHER SUB-CONTRACTORS. 5. RUN OUTS TO AIR DEVICES SHALL BE THE SAME SIZE AS THE AIR DEVICE NECK RUN OUTS TO AIR DEVICES SHALL BE THE SAME SIZE AS THE AIR DEVICE NECK SIZE UNLESS OTHERWISE NOTED ON HVAC FLOOR PLAN.  BALANCE DAMPERS ARE REQUIRED FOR ALL INDIVIDUAL DEVICE CONNECTIONS AND SHALL BE LOCATED AT THE ORIGIN OF THE INDIVIDUAL BRANCH CONNECTION. 6. INSTALL BALANCING DAMPERS AS SHOWN IN MAIN DUCTS AND AS REQUIRED FOR INSTALL BALANCING DAMPERS AS SHOWN IN MAIN DUCTS AND AS REQUIRED FOR PROPER AIR SYSTEM BALANCING. 7. DUCT TAPE IS NOT ACCEPTABLE FOR VAPOR BARRIER SEAMS. DUCT TAPE IS NOT ACCEPTABLE FOR VAPOR BARRIER SEAMS. 8. EXHAUST GRILLES AND CEILING DIFFUSERS SHALL BE FURNISHED WITH MOUNTING EXHAUST GRILLES AND CEILING DIFFUSERS SHALL BE FURNISHED WITH MOUNTING FRAMES AND FEATURES IN ACCORDANCE WITH THE CEILING TYPE. 9. MAINTAIN A MINIMUM OF 10'-0" BETWEEN OUTDOOR AIR INTAKES AND EXHAUST MAINTAIN A MINIMUM OF 10'-0" BETWEEN OUTDOOR AIR INTAKES AND EXHAUST OUTLETS OR PLUMBING VENTS. 10. ALL CONTROL WIRE AND CONDUIT SHALL COMPLY WITH THE NATIONAL ELECTRIC ALL CONTROL WIRE AND CONDUIT SHALL COMPLY WITH THE NATIONAL ELECTRIC LL CONTROL WIRE AND CONDUIT SHALL COMPLY WITH THE NATIONAL ELECTRIC CODE. 11. WIRING FOR ROOF MOUNTED EQUIPMENT SHALL BE ROUTED WITHIN THE CONFINES WIRING FOR ROOF MOUNTED EQUIPMENT SHALL BE ROUTED WITHIN THE CONFINES OF THE ROOF CURB. 12. INSTALL CONTROL DEVICES ON ALL UNITS.  VERIFY ALL EQUIPMENT IS FUNCTIONAL INSTALL CONTROL DEVICES ON ALL UNITS.  VERIFY ALL EQUIPMENT IS FUNCTIONAL AND PROPER BALANCE IS ACHIEVED BEFORE COMPLETION. 13. PROVIDE ALL CONTROLS AND CONTROLLERS, INCLUDING STARTERS, DISCONNECTS, PROVIDE ALL CONTROLS AND CONTROLLERS, INCLUDING STARTERS, DISCONNECTS, AND CONTACTORS, NECESSARY FOR A COMPLETE AND OPERABLE HVAC SYSTEM.  INCLUDE ALL ELECTRICAL WORK NECESSARY TO COMPLY WITH THIS REQUIREMENT. 14. COORDINATE POWER SOURCE, VOLTAGE AND PHASE OF EACH PIECE OF EQUIPMENT COORDINATE POWER SOURCE, VOLTAGE AND PHASE OF EACH PIECE OF EQUIPMENT BEFORE ORDERING ANY MECHANICAL OR ELECTRICAL EQUIPMENT.

AutoCAD SHX Text
2.  ALL ROOF MOUNTED EQUIPMENT CURBS FOR HVAC EQUIPMENT SHALL BE FACTORY FURNISHED WITH THE EQUIPMENT BY THE HVAC SUB-CONTRACTOR AND INSTALLED BY THE CONTRACTOR. 3.  EXTERIOR LOUVERS ARE INDICATED FOR INFORMATION ONLY.  REFER TO   ARCHITECTURAL DRAWINGS FOR SIZES, LOCATIONS, AND INSTALLATION DETAILS. 4.  CATALOG NUMBERS REFERENCED THROUGHOUT THE DRAWINGS ARE INTENDED TO CONVEY A GENERAL UNDERSTANDING OF THE TYPE AND QUALITY OF THE PRODUCT REQUIRED.

AutoCAD SHX Text
NECK SIZE

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
SHEET FILE NAME

AutoCAD SHX Text
DRAWN BY

AutoCAD SHX Text
DATE

AutoCAD SHX Text
CHECKED BY:

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
PROHIBITION ON REUSE: INFORMATION CONTAINED IN THESE DRAWINGS AND SPECIFICATIONS WAS PREPARED FOR USE ON THE SPECIFIC SITE INDICATED. USE OF THIS INFORMATION ON ANOTHER PROJECT IS PROHIBITED AND CONTRARY TO LAW UNLESS EXPRESSLY AUTHORIZED IN WRITING BY THE AUTHOR. THESE DRAWINGS AND SPECIFICATIONS ARE AND SHALL REMAIN THE PROPERTY OF SC ARCHITECTURE, LP.  DISPLAY, REPRODUCTION, OR USE FOR ANY BUT THE SPECIFICALLY AGREED UPON PURPOSES, WITHOUT THE WRITTEN AUTHORIZATION OF SC ARCHITECTURE, LP IS STRICTLY PROHIBITED. COPYRIGHT NOTICE: THESE DRAWINGS AND SPECIFICATIONS ARE SUBJECT TO COPYRIGHT PROTECTION AS AN "ARCHITECTURAL WORK" UNDER SEC. 102 OF THE COPYRIGHT ACT, 17 U.S.C. AS AMENDED DECEMBER 1990; KNOWN AS THE ARCHITECTURAL WORKS COPYRIGHT PROTECTION ACT OF 1990.  THE PROTECTION INCLUDES, WITHOUT LIMITATION, THE OVERALL FORM, ARRANGEMENT, AND COMPOSITION OF SPACES AND ELEMENTS OF THE DESIGN.

AutoCAD SHX Text
410 W. CUMBERLAND RD.,  TYLER, TEXAS 75703

AutoCAD SHX Text
FAULKNER BASEBALL COMPLEX

AutoCAD SHX Text
EXPANSION AND REMODEL OF THE

AutoCAD SHX Text
EXISTING "UPPER" RESTROOM FACILITY FOR

AutoCAD SHX Text
CITY OF TYLER-PARKS AND REC

AutoCAD SHX Text
S

AutoCAD SHX Text
F

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
X

AutoCAD SHX Text
N

AutoCAD SHX Text
I

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
L

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
G

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
I

AutoCAD SHX Text
E

AutoCAD SHX Text
G

AutoCAD SHX Text
I

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
S

AutoCAD SHX Text
R

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
P

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
O

AutoCAD SHX Text
N

AutoCAD SHX Text
PHIL MUDD

AutoCAD SHX Text
91085

AutoCAD SHX Text
05/08/20



MP2.02

PLUMBING AND HVAC PLAN
SCALE: 1 / 8" = 1-'0"1 PLUMBING AND HVAC DEMO PLAN

SCALE: 1 / 8" = 1-'0"2

www.pme-mep.com

Dallas, Texas 75204

3839 McKinney Ave.

P: 214.212.7016

Texas Engineering Firm # 10129
PME Project # 20012

PDM, DY

May 08, 2020

PDM

Suite #155-743

PLUMBING NOTES BY SYMBOL '    '

HVAC NOTES BY SYMBOL '    '

GENERAL PLUMBING NOTES

AutoCAD SHX Text
EXISTING WOMEN

AutoCAD SHX Text
MEN

AutoCAD SHX Text
EXISTING CONCESSION

AutoCAD SHX Text
EXISTING COVERED PORCH

AutoCAD SHX Text
EXISTING COVERED PORCH

AutoCAD SHX Text
EXISTING CONCESSION

AutoCAD SHX Text
EXPANDED PLUMBING CHASE

AutoCAD SHX Text
NEW PLUMBING CHASE ACCESS

AutoCAD SHX Text
EXISTING WOMEN

AutoCAD SHX Text
EXISTING CONCESSION

AutoCAD SHX Text
EXISTING COVERED PORCH

AutoCAD SHX Text
EXISTING COVERED PORCH

AutoCAD SHX Text
EXISTING CONCESSION

AutoCAD SHX Text
EXISTING MEN

AutoCAD SHX Text
K-1729

AutoCAD SHX Text
CHESAPEAKE

AutoCAD SHX Text
C_LAVATORY

AutoCAD SHX Text
VITREOUS CHINA

AutoCAD SHX Text
K-1729

AutoCAD SHX Text
CHESAPEAKE

AutoCAD SHX Text
C_LAVATORY

AutoCAD SHX Text
VITREOUS CHINA

AutoCAD SHX Text
K-1729

AutoCAD SHX Text
CHESAPEAKE

AutoCAD SHX Text
C_LAVATORY

AutoCAD SHX Text
VITREOUS CHINA

AutoCAD SHX Text
K-1729

AutoCAD SHX Text
CHESAPEAKE

AutoCAD SHX Text
C_LAVATORY

AutoCAD SHX Text
VITREOUS CHINA

AutoCAD SHX Text
K-1729

AutoCAD SHX Text
CHESAPEAKE

AutoCAD SHX Text
C_LAVATORY

AutoCAD SHX Text
VITREOUS CHINA

AutoCAD SHX Text
K-1729

AutoCAD SHX Text
CHESAPEAKE

AutoCAD SHX Text
C_LAVATORY

AutoCAD SHX Text
VITREOUS CHINA

AutoCAD SHX Text
K-1729

AutoCAD SHX Text
CHESAPEAKE

AutoCAD SHX Text
C_LAVATORY

AutoCAD SHX Text
VITREOUS CHINA

AutoCAD SHX Text
K-1729

AutoCAD SHX Text
CHESAPEAKE

AutoCAD SHX Text
C_LAVATORY

AutoCAD SHX Text
VITREOUS CHINA

AutoCAD SHX Text
K-1729

AutoCAD SHX Text
CHESAPEAKE

AutoCAD SHX Text
C_LAVATORY

AutoCAD SHX Text
VITREOUS CHINA

AutoCAD SHX Text
K-1729

AutoCAD SHX Text
CHESAPEAKE

AutoCAD SHX Text
C_LAVATORY

AutoCAD SHX Text
VITREOUS CHINA

AutoCAD SHX Text
K-1729

AutoCAD SHX Text
CHESAPEAKE

AutoCAD SHX Text
C_LAVATORY

AutoCAD SHX Text
VITREOUS CHINA

AutoCAD SHX Text
K-1729

AutoCAD SHX Text
CHESAPEAKE

AutoCAD SHX Text
C_LAVATORY

AutoCAD SHX Text
VITREOUS CHINA

AutoCAD SHX Text
EXIST.SAN. SEWER MANHOLE

AutoCAD SHX Text
EXIST.TWCO

AutoCAD SHX Text
EXISTING  CONCESSIONS EWH

AutoCAD SHX Text
EXISTING 2" WTR. RISER

AutoCAD SHX Text
FCO

AutoCAD SHX Text
FCO

AutoCAD SHX Text
WCO

AutoCAD SHX Text
(3)LAV

AutoCAD SHX Text
(3)LAV

AutoCAD SHX Text
3"FD

AutoCAD SHX Text
3"FD

AutoCAD SHX Text
2"CW

AutoCAD SHX Text
4"

AutoCAD SHX Text
1

AutoCAD SHX Text
3"

AutoCAD SHX Text
4"

AutoCAD SHX Text
3"FD

AutoCAD SHX Text
3"FD

AutoCAD SHX Text
3"FD

AutoCAD SHX Text
3"FD

AutoCAD SHX Text
A/425

AutoCAD SHX Text
A/425

AutoCAD SHX Text
16"X16"UP

AutoCAD SHX Text
EF3

AutoCAD SHX Text
12"X12"

AutoCAD SHX Text
5

AutoCAD SHX Text
B/375

AutoCAD SHX Text
B/375

AutoCAD SHX Text
OAH

AutoCAD SHX Text
16"X16"UP

AutoCAD SHX Text
12"X12"

AutoCAD SHX Text
12"X12"

AutoCAD SHX Text
12"X12"

AutoCAD SHX Text
WC2

AutoCAD SHX Text
WC2

AutoCAD SHX Text
WC2

AutoCAD SHX Text
WC2

AutoCAD SHX Text
WC2

AutoCAD SHX Text
WC2

AutoCAD SHX Text
WC1

AutoCAD SHX Text
WC1

AutoCAD SHX Text
RPZ

AutoCAD SHX Text
UR2

AutoCAD SHX Text
UR1

AutoCAD SHX Text
4"

AutoCAD SHX Text
3

AutoCAD SHX Text
2"CW DN.

AutoCAD SHX Text
2

AutoCAD SHX Text
HB

AutoCAD SHX Text
34"

AutoCAD SHX Text
6

AutoCAD SHX Text
4

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
EXTEND RPZ DRAIN TO EXIST. 3"FD

AutoCAD SHX Text
EXIST.FD

AutoCAD SHX Text
9

AutoCAD SHX Text
9

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
4"VTR

AutoCAD SHX Text
HB

AutoCAD SHX Text
34"

AutoCAD SHX Text
EUH

AutoCAD SHX Text
T

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
 3

AutoCAD SHX Text
3"

AutoCAD SHX Text
 4

AutoCAD SHX Text
 4

AutoCAD SHX Text
CONTRACTOR MAY OPTION TO REUSE EXISTING SANITARY SEWER AND VENT PIPING BELOW SLAB AND/OR GRADE IF PIPING IS IN GOOD INSPECTED CONDITION. CONTRACTOR TO KEEP ALL SLAB CUTTING TO A MINIMUM. VERIFY EXACT EXISTING PIPE ROUTING,SIZES AND DEPTH. CONTRACTOR SHALL VISIT THE SITE BEFORE PROVIDING BID.

AutoCAD SHX Text
4''CARRIER TYP.AT WC

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
SHEET FILE NAME

AutoCAD SHX Text
DRAWN BY

AutoCAD SHX Text
DATE

AutoCAD SHX Text
CHECKED BY:

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
PROHIBITION ON REUSE: INFORMATION CONTAINED IN THESE DRAWINGS AND SPECIFICATIONS WAS PREPARED FOR USE ON THE SPECIFIC SITE INDICATED. USE OF THIS INFORMATION ON ANOTHER PROJECT IS PROHIBITED AND CONTRARY TO LAW UNLESS EXPRESSLY AUTHORIZED IN WRITING BY THE AUTHOR. THESE DRAWINGS AND SPECIFICATIONS ARE AND SHALL REMAIN THE PROPERTY OF SC ARCHITECTURE, LP.  DISPLAY, REPRODUCTION, OR USE FOR ANY BUT THE SPECIFICALLY AGREED UPON PURPOSES, WITHOUT THE WRITTEN AUTHORIZATION OF SC ARCHITECTURE, LP IS STRICTLY PROHIBITED. COPYRIGHT NOTICE: THESE DRAWINGS AND SPECIFICATIONS ARE SUBJECT TO COPYRIGHT PROTECTION AS AN "ARCHITECTURAL WORK" UNDER SEC. 102 OF THE COPYRIGHT ACT, 17 U.S.C. AS AMENDED DECEMBER 1990; KNOWN AS THE ARCHITECTURAL WORKS COPYRIGHT PROTECTION ACT OF 1990.  THE PROTECTION INCLUDES, WITHOUT LIMITATION, THE OVERALL FORM, ARRANGEMENT, AND COMPOSITION OF SPACES AND ELEMENTS OF THE DESIGN.

AutoCAD SHX Text
410 W. CUMBERLAND RD.,  TYLER, TEXAS 75703

AutoCAD SHX Text
FAULKNER BASEBALL COMPLEX

AutoCAD SHX Text
EXPANSION AND REMODEL OF THE

AutoCAD SHX Text
EXISTING "UPPER" RESTROOM FACILITY FOR

AutoCAD SHX Text
CITY OF TYLER-PARKS AND REC

AutoCAD SHX Text
S

AutoCAD SHX Text
F

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
X

AutoCAD SHX Text
N

AutoCAD SHX Text
I

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
L

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
G

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
I

AutoCAD SHX Text
E

AutoCAD SHX Text
G

AutoCAD SHX Text
I

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
S

AutoCAD SHX Text
R

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
P

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
O

AutoCAD SHX Text
N

AutoCAD SHX Text
PHIL MUDD

AutoCAD SHX Text
91085

AutoCAD SHX Text
05/08/20

AutoCAD SHX Text
    DRAIN PIPING TO BE SLOPED AT MINIMUM 1/8"PER FT. UNLESS OTHERWISE NOTED. D.   PLUMBING VENT THRU ROOF SHALL BE MINIMUM 10'-0" FROM OUTSIDE AIR VENTILATION OPENINGS. E.  DOMESTIC WATER PIPING SHALL BE INSULATED TO MEET THE    REQUIREMENTS OF THE IECC ENERGY CODE.

AutoCAD SHX Text
DOMESTIC WATER PIPING SHALL BE INSULATED. WATER PIPING SHALL BE INSTALLED SO AS TO ABLE TO DRAIN DURING FREEZING WEATHER.

AutoCAD SHX Text
A.

AutoCAD SHX Text
B.

AutoCAD SHX Text
WATER BRANCH LINES SERVING MORE THAN ONE PLUMBING FIXTURE SHALL HAVE ISOLATION VALVES INSTALLED IN THEM.

AutoCAD SHX Text
C.

AutoCAD SHX Text
THE WATER PIPING SYSTEM TO THE RESTROOMS SHALL HAVE BACKFLOW PREVENTION AS REQUIRED BY THE PLUMBING CODE.

AutoCAD SHX Text
SANITARY SEWER PIPING BELOW FLOOR. INSULATED WATER PIPING ABOVE CEILING.  INSULATE ALL WATER PIPING IN CHASE. NEW CONNECTION TO EXISTING PIPING,VERIFY EXACT LOCATION,SIZE AND DEPTH. RISER HOSE BIBB AT BASE OF RISE TO CEILING FOR DRAINING SYSTEM. 3/4"HOSE BIBB WITH VACUUM BREAKER,HOSE THREADS AND LOOSE KEY HANDLE. SLOPE THE WATER LINE IN CHASE TOWARD THE HOSE BIBB SO THAT THE HOSE BIBB CAN BE USED TO DRAIN THE FIXTURES AND WATER PIPING.   VENT PIPING ABOVE CEILING. EXISTING PLUMBING FIXTURE AND PIPING TO BE REMOVED. EXISTING FLOOR DRAIN TO BE REMOVED.

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
EXHAUST FAN INTERLOCKED WITH LIGHTS. 

AutoCAD SHX Text
EXHAUST DUCT UP THRU ROOF.ENSURE THAT EXHAUST IS AT LEAST 10'-0" AWAY FROM OUTSIDE AIR INTAKES.  ELECTRIC UNIT HEATER HUNG FROM STRUCTURE.SET THERMOSTAT AT MINIMUM OF 40 DEG.F. FOR FREEZE PROTECTION. REMOVE EXISTING RESTROOM EXHAUST FAN,OUTSIDE AIR INTAKE AND DUCTING.

AutoCAD SHX Text
F.

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
3

AutoCAD SHX Text
4



MP2.03

PLUMBING RISER DIAGRAM

NOT TO SCALESCALE:

www.pme-mep.com

Dallas, Texas 75204

3839 McKinney Ave.

P: 214.212.7016

Texas Engineering Firm # 10129
PME Project # 20012

PDM, DY

May 08, 2020

PDM

Suite #155-743

AIR DEVICE SCHEDULE
PLAN
MARK

TITUS (OR APPROVED
EQUAL MODEL NO. FACE SIZE NECK SIZE TYPE NOTES

EXHAUST FAN SCHEDULE

MARK TYPE CFM
S.P. (IN
W.C.) DRIVE

MOTOR DATA
SERVES

EQUAL TO
UNIT

WEIGHT
NOTES RPM

H.P. VOLTS PH STARTER MFR. MODEL

ROOF MOUNTED FAN DETAIL

NOT TO SCALE

OUTSIDE AIR INTAKE DETAIL

NOT TO SCALE

PLUMBING FIXTURE AND EQUIPMENT SCHEDULE
FIXTURE DATA CONNECTION    DATA

REMARKS
ITEM ID

EQUIP. &
FIXTURES

MFG./   MODEL
#

S
O
I
L

V
E
N
T

T R AP
INDIRECT

WASTE
WATER GAS

(CFH)

CW HW TW

AutoCAD SHX Text
FLOOR

AutoCAD SHX Text
CEILING

AutoCAD SHX Text
ROOF

AutoCAD SHX Text
CEILING

AutoCAD SHX Text
ROOF

AutoCAD SHX Text
FLOOR

AutoCAD SHX Text
SA"D"

AutoCAD SHX Text
WC1

AutoCAD SHX Text
4"

AutoCAD SHX Text
4"

AutoCAD SHX Text
3V"

AutoCAD SHX Text
3V"

AutoCAD SHX Text
3V"

AutoCAD SHX Text
4V"

AutoCAD SHX Text
1"CW  

AutoCAD SHX Text
2"CW  

AutoCAD SHX Text
WC1

AutoCAD SHX Text
2"

AutoCAD SHX Text
2V"

AutoCAD SHX Text
2V"

AutoCAD SHX Text
34"CW  

AutoCAD SHX Text
UR

AutoCAD SHX Text
2"

AutoCAD SHX Text
UR

AutoCAD SHX Text
4"

AutoCAD SHX Text
4"VTR

AutoCAD SHX Text
3"FD

AutoCAD SHX Text
1"CW  

AutoCAD SHX Text
1"CW  

AutoCAD SHX Text
3"

AutoCAD SHX Text
4"

AutoCAD SHX Text
2V"

AutoCAD SHX Text
2"CW  

AutoCAD SHX Text
4V"

AutoCAD SHX Text
WC2

AutoCAD SHX Text
4"

AutoCAD SHX Text
3"FD

AutoCAD SHX Text
3"FD

AutoCAD SHX Text
2V"

AutoCAD SHX Text
2V"

AutoCAD SHX Text
3"

AutoCAD SHX Text
3"FD

AutoCAD SHX Text
1"CW  

AutoCAD SHX Text
WC2

AutoCAD SHX Text
4"

AutoCAD SHX Text
2"

AutoCAD SHX Text
2"

AutoCAD SHX Text
LAV

AutoCAD SHX Text
12"CW  

AutoCAD SHX Text
12"CW  

AutoCAD SHX Text
LAV

AutoCAD SHX Text
2"

AutoCAD SHX Text
LAV

AutoCAD SHX Text
12"CW  

AutoCAD SHX Text
HB

AutoCAD SHX Text
WCO

AutoCAD SHX Text
3"

AutoCAD SHX Text
1 "V  12"V  

AutoCAD SHX Text
3"FD

AutoCAD SHX Text
3"FD

AutoCAD SHX Text
2V"

AutoCAD SHX Text
2V"

AutoCAD SHX Text
1 "V  12"V  

AutoCAD SHX Text
LAV

AutoCAD SHX Text
34"CW  

AutoCAD SHX Text
3"

AutoCAD SHX Text
LAV

AutoCAD SHX Text
LAV

AutoCAD SHX Text
3"

AutoCAD SHX Text
3"

AutoCAD SHX Text
2"

AutoCAD SHX Text
4"

AutoCAD SHX Text
2V"

AutoCAD SHX Text
1 "V  12"V  

AutoCAD SHX Text
1 "V  12"V  

AutoCAD SHX Text
34"CW  

AutoCAD SHX Text
2V"

AutoCAD SHX Text
2V"

AutoCAD SHX Text
2V"

AutoCAD SHX Text
3"

AutoCAD SHX Text
1"CW  

AutoCAD SHX Text
12"CW  

AutoCAD SHX Text
1"CW  

AutoCAD SHX Text
1"CW  

AutoCAD SHX Text
1 " 12" CW  

AutoCAD SHX Text
1 "CW  12"CW  

AutoCAD SHX Text
2"CW  

AutoCAD SHX Text
4"TO EXISTING CLEANOUT

AutoCAD SHX Text
2"CW TO NEW RPZ AT EXISTING WATER RISER

AutoCAD SHX Text
2V"

AutoCAD SHX Text
2V"

AutoCAD SHX Text
WC2

AutoCAD SHX Text
4"

AutoCAD SHX Text
1"CW  

AutoCAD SHX Text
WC2

AutoCAD SHX Text
4"

AutoCAD SHX Text
2V"

AutoCAD SHX Text
2V"

AutoCAD SHX Text
WC2

AutoCAD SHX Text
4"

AutoCAD SHX Text
1"CW  

AutoCAD SHX Text
WC2

AutoCAD SHX Text
4"

AutoCAD SHX Text
2V"

AutoCAD SHX Text
2V"

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
SHEET FILE NAME

AutoCAD SHX Text
DRAWN BY

AutoCAD SHX Text
DATE

AutoCAD SHX Text
CHECKED BY:

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
PROHIBITION ON REUSE: INFORMATION CONTAINED IN THESE DRAWINGS AND SPECIFICATIONS WAS PREPARED FOR USE ON THE SPECIFIC SITE INDICATED. USE OF THIS INFORMATION ON ANOTHER PROJECT IS PROHIBITED AND CONTRARY TO LAW UNLESS EXPRESSLY AUTHORIZED IN WRITING BY THE AUTHOR. THESE DRAWINGS AND SPECIFICATIONS ARE AND SHALL REMAIN THE PROPERTY OF SC ARCHITECTURE, LP.  DISPLAY, REPRODUCTION, OR USE FOR ANY BUT THE SPECIFICALLY AGREED UPON PURPOSES, WITHOUT THE WRITTEN AUTHORIZATION OF SC ARCHITECTURE, LP IS STRICTLY PROHIBITED. COPYRIGHT NOTICE: THESE DRAWINGS AND SPECIFICATIONS ARE SUBJECT TO COPYRIGHT PROTECTION AS AN "ARCHITECTURAL WORK" UNDER SEC. 102 OF THE COPYRIGHT ACT, 17 U.S.C. AS AMENDED DECEMBER 1990; KNOWN AS THE ARCHITECTURAL WORKS COPYRIGHT PROTECTION ACT OF 1990.  THE PROTECTION INCLUDES, WITHOUT LIMITATION, THE OVERALL FORM, ARRANGEMENT, AND COMPOSITION OF SPACES AND ELEMENTS OF THE DESIGN.

AutoCAD SHX Text
410 W. CUMBERLAND RD.,  TYLER, TEXAS 75703

AutoCAD SHX Text
FAULKNER BASEBALL COMPLEX

AutoCAD SHX Text
EXPANSION AND REMODEL OF THE

AutoCAD SHX Text
EXISTING "UPPER" RESTROOM FACILITY FOR

AutoCAD SHX Text
CITY OF TYLER-PARKS AND REC

AutoCAD SHX Text
S

AutoCAD SHX Text
F

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
X

AutoCAD SHX Text
N

AutoCAD SHX Text
I

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
L

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
G

AutoCAD SHX Text
D

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
I

AutoCAD SHX Text
E

AutoCAD SHX Text
G

AutoCAD SHX Text
I

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
S

AutoCAD SHX Text
R

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
P

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
O

AutoCAD SHX Text
N

AutoCAD SHX Text
PHIL MUDD

AutoCAD SHX Text
91085

AutoCAD SHX Text
05/08/20

AutoCAD SHX Text
NOTES:  1. COORDINATE LOCATION OF DIFFUSERS WITH ARCHITECTURAL REFLECTED CEILING PLAN COORDINATE LOCATION OF DIFFUSERS WITH ARCHITECTURAL REFLECTED CEILING PLAN AND CEILING TYPE.  2. TITUS, PRICE, KRUEGER AND TUTTLE & BAILEY ARE CONSIDERED EQUIVALENT TITUS, PRICE, KRUEGER AND TUTTLE & BAILEY ARE CONSIDERED EQUIVALENT MANUFACTURERS.   3. AIRFLOW QUANTITY NOTED ON MECH. DRAWINGS.  AIRFLOW QUANTITY NOTED ON MECH. DRAWINGS.  4. COORDINATE WITH ARCHITECTURAL PLANS FOR COLOR.  COORDINATE WITH ARCHITECTURAL PLANS FOR COLOR.  5. NECK SIZES SHALL BE SIZED AS NOTED ON PLAN.NECK SIZES SHALL BE SIZED AS NOTED ON PLAN.

AutoCAD SHX Text
GRILLE FACE ADJUSTABLE AIR DAMPER.

AutoCAD SHX Text
FRAME SHALL FIT LAY-IN CEILING MODULE

AutoCAD SHX Text
PAINT IN FIELD. COLOR BY ARCHITECT

AutoCAD SHX Text
PROVIDE SQUARE NECK TO ROUND ADAPTER AS REQUIRED FOR FLEX. CONNECTION.

AutoCAD SHX Text
WHITE FINISH 

AutoCAD SHX Text
MAXIMUM NC = 30

AutoCAD SHX Text
7.

AutoCAD SHX Text
6.

AutoCAD SHX Text
5.

AutoCAD SHX Text
8.

AutoCAD SHX Text
DUCT MOUNTED

AutoCAD SHX Text
1.

AutoCAD SHX Text
2.

AutoCAD SHX Text
3.

AutoCAD SHX Text
4.

AutoCAD SHX Text
%%UNOTES:

AutoCAD SHX Text
FOR ROUND NECK DUCT SIZES TO SUPPLY AIR GRILLES REFER TO MECH FLOOR PLANS.

AutoCAD SHX Text
9.

AutoCAD SHX Text
LOUVERED RETURN AIR GRILLE.

AutoCAD SHX Text
A

AutoCAD SHX Text
55FL

AutoCAD SHX Text
12"x12"

AutoCAD SHX Text
SQUARE

AutoCAD SHX Text
EXHAUST

AutoCAD SHX Text
4,5,15

AutoCAD SHX Text
B

AutoCAD SHX Text
272FL

AutoCAD SHX Text
12"x12"

AutoCAD SHX Text
SQUARE

AutoCAD SHX Text
OUTSIDE AIR

AutoCAD SHX Text
1,6,8,9,11,15

AutoCAD SHX Text
SIDEWALL MOUNTED.

AutoCAD SHX Text
10.

AutoCAD SHX Text
WHEN MOUNTED IN GYP. ROCK PROVIDE MOUNTING FRAME.

AutoCAD SHX Text
11.

AutoCAD SHX Text
ALUMINUM GRILLE.

AutoCAD SHX Text
12.

AutoCAD SHX Text
FILTER RETURN AIR WITH LAY-IN CEILING MODULE ALUMINUM GRILLE.

AutoCAD SHX Text
13.

AutoCAD SHX Text
PROVIDE INSULATED PLENUM ON TOP SLOT DIFFUSER.

AutoCAD SHX Text
14.

AutoCAD SHX Text
PROVIDE ALUMINUM DIFFUSER IN RESTROOMS.

AutoCAD SHX Text
15.

AutoCAD SHX Text
ROOF

AutoCAD SHX Text
DUCT SIZE AS SHOWN ON FLOOR PLAN

AutoCAD SHX Text
COOK TYPE "GI"SERIES OR APPROVED EQUAL

AutoCAD SHX Text
1/4" SPONGE RUBBER PAD

AutoCAD SHX Text
CURB DAM W/ GALVANIZED FLASHING

AutoCAD SHX Text
CEILING

AutoCAD SHX Text
CONNECT TO RETURN AIR DUCT

AutoCAD SHX Text
BIRD AND INSECT SCREEN

AutoCAD SHX Text
EF-3

AutoCAD SHX Text
ROOF CENTR.

AutoCAD SHX Text
850

AutoCAD SHX Text
.375

AutoCAD SHX Text
DIRECT

AutoCAD SHX Text
1/6

AutoCAD SHX Text
115

AutoCAD SHX Text
1

AutoCAD SHX Text
X-LINE

AutoCAD SHX Text
  RESTROOMS

AutoCAD SHX Text
COOK

AutoCAD SHX Text
120C10D

AutoCAD SHX Text
67

AutoCAD SHX Text
1,2,3

AutoCAD SHX Text
1075

AutoCAD SHX Text
NOTES: A. APPROVED MANUFACTURER'S: GREENHECK, LOREN COOK, ACME AND PENN.

AutoCAD SHX Text
FACTORY FABRICATED BACK

AutoCAD SHX Text
FROM HINGED BASE ON FAN.

AutoCAD SHX Text
CURB FLASH &

AutoCAD SHX Text
COUNTER FLASH

AutoCAD SHX Text
ROOF

AutoCAD SHX Text
FACTORY FABRICATED

AutoCAD SHX Text
ROOF EXHAUSTER

AutoCAD SHX Text
BASE

AutoCAD SHX Text
VENTILATION OR ROOF

AutoCAD SHX Text
EXHAUST FAN. SEE PLAN

AutoCAD SHX Text
FOR LOCATION

AutoCAD SHX Text
BIRD SCREEN

AutoCAD SHX Text
DRAFT DAMPER W/ ACCESS

AutoCAD SHX Text
1. MECH. CONTRACTOR SHALL PROVIDE MOTOR STARTER INSTALLED BY ELEC. CONTRACTOR. 2. "ON/OFF" CONTROL INTERLOCKED WITH LIGHTS. 3. PROVIDE WITH BACKDRAFT DAMPER. 4. EXHAUST FAN AND INTAKE CURBS TO MATCH EXISTING ROOF PITCH.

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
OAH

AutoCAD SHX Text
COOK

AutoCAD SHX Text
PR-30/ RCG-40 CURB

AutoCAD SHX Text
140

AutoCAD SHX Text
ROOF O.A.

AutoCAD SHX Text
750

AutoCAD SHX Text
-

AutoCAD SHX Text
GRAVITY

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
 RESTROOMS  O.A. INTAKEINTAKE

AutoCAD SHX Text
ELECTRIC UNIT HEATER SCHEDULE

AutoCAD SHX Text
MARK

AutoCAD SHX Text
MFR.

AutoCAD SHX Text
MODEL NO.

AutoCAD SHX Text
UNIT WT.

AutoCAD SHX Text
VOLTS

AutoCAD SHX Text
HZ

AutoCAD SHX Text
PH

AutoCAD SHX Text
TOTAL CFM

AutoCAD SHX Text
FAN MOTOR

AutoCAD SHX Text
ELEC. HEAT (KW)

AutoCAD SHX Text
TOTAL AMPS

AutoCAD SHX Text
EUH

AutoCAD SHX Text
QMARK

AutoCAD SHX Text
MUH0571

AutoCAD SHX Text
27 LBS.

AutoCAD SHX Text
277

AutoCAD SHX Text
60

AutoCAD SHX Text
1

AutoCAD SHX Text
350

AutoCAD SHX Text
1/100 HP

AutoCAD SHX Text
5

AutoCAD SHX Text
18

AutoCAD SHX Text
1.  PROVIDE NECESSARY MOUNTING HARDWARE. 2.  WALL MOUNT FROM  MANUFACTURER'S BRACKET. 3.  PROVIDED WITH INTEGRAL THERMOSTAT, SET TO MAINTAIN 40 F.

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
GCO

AutoCAD SHX Text
EXTERIOR GRADE CLEANOUT

AutoCAD SHX Text
ZURN               Z1474

AutoCAD SHX Text
4"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
HEAVY DUTY CAST IRON WITH CAST BRASS TOP. INSTALL IN 4" THICK CONCRETE PAD.

AutoCAD SHX Text
FCO

AutoCAD SHX Text
FLOOR CLEANOUT

AutoCAD SHX Text
ZURN                Z1400

AutoCAD SHX Text
4"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
CAST IRON FLOOR CLEANOUT WITH ADJUSTABLE CAST  BRASS TOP.

AutoCAD SHX Text
WCO

AutoCAD SHX Text
WALL CLEANOUT

AutoCAD SHX Text
ZURN        Z1446

AutoCAD SHX Text
2"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
WALL CLEANOUT WITH STAINLESS STEEL WALL ACCESS COVER AND TAMPER PROOF SCREWS

AutoCAD SHX Text
FD

AutoCAD SHX Text
FLOOR DRAIN

AutoCAD SHX Text
Z415SZ

AutoCAD SHX Text
3"

AutoCAD SHX Text
2"

AutoCAD SHX Text
3"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
CAST IRON FLOOR DRAIN WITH 5" SQUARE NICKEL BRONZE ADJUSTABLE LEVELING STRAINER AND Z1072-Z SHIELD TRAP SEAL DEVICE.

AutoCAD SHX Text
LAV

AutoCAD SHX Text
LAVATORY ADA/TAS

AutoCAD SHX Text
ZURN                Z5341

AutoCAD SHX Text
2"

AutoCAD SHX Text
1 "12"

AutoCAD SHX Text
1 "14"

AutoCAD SHX Text
-

AutoCAD SHX Text
12"

AutoCAD SHX Text
-

AutoCAD SHX Text
12"

AutoCAD SHX Text
-

AutoCAD SHX Text
WHITE VITREOUS CHINA 20"X18" WALL HUNG LAVATORY WITH CONCEALED ARM SUPPORTS, SINGLE HOLE DRILLING,ZURN Z86100-XL-RKR-3M VANDEL RESISTANT SINGLE LEVER ROCKER HANDLE METERING .50 GPM. FAUCET, ZURN Z8743-PC GRID STRAINER AND TAILPIECE, AQUAFLO SFC-120-PP CHROME FLEX SUPPLY, ZURN ZH8822-XL-LK-PC ANGLE STOP WITH LOOSE KEY, ZURN Z8700-8-PC ADJUSTABLE P-TRAP WITH CLEANOUT AND CHROME SET SCREW ESCUTCHEONS THROUGH WALL,ZURN  Z1231 CHAIR CARRIER AND "TRUBRO LAV-GAURD" INSULATION KIT 102-EZ AND 105-EZ. 

AutoCAD SHX Text
WC1

AutoCAD SHX Text
 WATER CLOSET ADA/TAS

AutoCAD SHX Text
ZURN         Z5617-BWL

AutoCAD SHX Text
4"

AutoCAD SHX Text
2"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
1"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
WHITE HANDICAPPED VITREOUS CHINA WALL HUNG BACK OUTLET, BACK SPUD FOR CONCEALED FLUSH VALVE WATER CLOSET WITH ELONGATED BOWL,16" RIM HEIGHT, SIPHON JET FLUSH ACTION, 1.6 GPF ZURN Z6152-WS1 CONCEALED FLUSH VALVE WITH PUSH BUTTON OPERATION, GEMLINE GL212SSCWH OPEN FRONT TOILET SEAT AND ZURN Z1202-N4 CHAIR CARRIER. HANDLE TO BE ON OPPOSITE SIDE FROM SIDE WALL GRAB BAR. 

AutoCAD SHX Text
WC2

AutoCAD SHX Text
WATER CLOSET

AutoCAD SHX Text
ZURN   Z5617-BWL

AutoCAD SHX Text
4"

AutoCAD SHX Text
2"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
1"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
WHITE HANDICAPPED VITREOUS CHINA WALL HUNG BACK OUTLET, BACK SPUD FOR CONCEALED FLUSH VALVE WATER CLOSET WITH ELONGATED BOWL,14" RIM HEIGHT, SIPHON JET FLUSH ACTION, 1.6 GPF ZURN Z6152-WS1 CONCEALED FLUSH VALVE WITH PUSH BUTTON OPERATION, GEMLINE GL212SSCWH OPEN FRONT TOILET SEAT AND ZURN Z1202-N4 CHAIR CARRIER. HANDLE TO BE ON OPPOSITE SIDE FROM SIDE WALL GRAB BAR. 

AutoCAD SHX Text
UR1

AutoCAD SHX Text
URINAL   ADA/TAS

AutoCAD SHX Text
ZURN     Z5765-U

AutoCAD SHX Text
2"

AutoCAD SHX Text
2"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
34"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
WHITE VITREOUS CHINA WALL HUNG URINAL WITH BACK SPUD, SIPHON JET FLUSH,1.0 GPF ZURN Z6613AV-WS1 CONCEALED BACK OUTLET FLUSH VALVE WITH PUSH BUTTON OPERATION,AND ZURN Z1221 URINAL CHAIR CARRIER,ADA HEIGHT INSTALLATION.

AutoCAD SHX Text
UR2

AutoCAD SHX Text
URINAL

AutoCAD SHX Text
ZURN     Z5765-U

AutoCAD SHX Text
2"

AutoCAD SHX Text
2"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
34"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
WHITE VITREOUS CHINA WALL HUNG URINAL WITH BACK SPUD, SIPHON JET FLUSH,1.0 GPF ZURN Z6613AV-WS1 CONCEALED BACK OUTLET FLUSH VALVE WITH PUSH BUTTON OPERATION,AND ZURN Z1221 URINAL CHAIR CARRIER,STANDARD HEIGHT INSTALLATION.

AutoCAD SHX Text
HB

AutoCAD SHX Text
FREEZE PROOF WALL HOSE BIBB

AutoCAD SHX Text
ZURN      Z13121-VB

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
34"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
FREEZE PROOF WALL HOSE BIBB WITH VALVE KEY AND VACUUM BREAKER AND HOSE THREADS.

AutoCAD SHX Text
SA"D"

AutoCAD SHX Text
WATER SHOCK ABSORBER

AutoCAD SHX Text
ZURN    Z1700-400

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
1"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
WATER HAMMER SHOCK ABSORBER.

AutoCAD SHX Text
RPZ

AutoCAD SHX Text
REDUCED PRESSURE BACKFLOW PREVENTER

AutoCAD SHX Text
WATTS   009-QT-S

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
2"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
CAST BRASS REDUCED PRESSURE BACFLOW PREVENTOR 

AutoCAD SHX Text
NOTES: 1.  PROVIDE HANDI LAV-GUARD INSULATION KITS ON TRAP AND HOT AND COLD WATER PIPING TO  PROVIDE HANDI LAV-GUARD INSULATION KITS ON TRAP AND HOT AND COLD WATER PIPING TO     MEET ADA REQUIREMENTS (WHERE REQUIRED) AT ALL HANDICAP LAVATORIES. MEET ADA REQUIREMENTS (WHERE REQUIRED) AT ALL HANDICAP LAVATORIES. 2.  WATER CLOSET HANDLES TO BE OPPOSITE SIDE FROM GRAB BARS. WATER CLOSET HANDLES TO BE OPPOSITE SIDE FROM GRAB BARS. 3.  REFER TO ARCHITECTURAL SHEETS FOR FIXTURE MOUNTING HEIGHTS.REFER TO ARCHITECTURAL SHEETS FOR FIXTURE MOUNTING HEIGHTS.


	CIVIL
	Sheets and Views
	C1 COVER SHEET
	C2 GENERAL NOTES
	C3 SURVEY
	C4 SITE PLAN
	C5 EROSION CONTROL PLAN
	C6 DEMOLITION PLAN
	C7 GRADING AND DRAINAGE PLAN
	C8 PAVING PLAN
	C9 CONSTRUCTION DETAILS


	FAULKNER PARK SET OF PLANS 5.12.2020
	Architectural and MEP lower
	arch lower
	mep lower
	FaulknerRR-Lower Addition-MEP-Permit Set(5-8-20) E1.00
	Sheets and Views
	E1.00


	FaulknerRR-Lower Addition-MEP-Permit Set(5-8-20) E1.01
	Sheets and Views
	E1.01


	FaulknerRR-Lower Addition-MEP-Permit Set(5-8-20) E1.02
	Sheets and Views
	E1.02


	FaulknerRR-Lower Addition-MEP-Permit Set(5-8-20) MP1.00
	Sheets and Views
	MP1.00


	FaulknerRR-Lower Addition-MEP-Permit Set(5-8-20) MP1.01
	Sheets and Views
	MP1.01


	FaulknerRR-Lower Addition-MEP-Permit Set(5-8-20) MP1.02
	Sheets and Views
	MP1.02


	FaulknerRR-Lower Addition-MEP-Permit Set(5-8-20) MP1.03
	Sheets and Views
	MP1.03



	LOWER - S1.pdf
	Sheets and Views
	Structural-Lower-S1



	Architectural and MEP upper
	A and t
	mep
	FaulknerRR-Upper Addition-MEP-Permit Set(5-8-20) E2.00
	Sheets and Views
	E2.00


	FaulknerRR-Upper Addition-MEP-Permit Set(5-8-20) E2.01
	Sheets and Views
	E2.01


	FaulknerRR-Upper Addition-MEP-Permit Set(5-8-20) E2.02
	Sheets and Views
	E2.02


	FaulknerRR-Upper Addition-MEP-Permit Set(5-8-20) MP2.00
	Sheets and Views
	MP2.00


	FaulknerRR-Upper Addition-MEP-Permit Set(5-8-20) MP2.01
	Sheets and Views
	MP2.01


	FaulknerRR-Upper Addition-MEP-Permit Set(5-8-20) MP2.02
	Sheets and Views
	MP2.02


	FaulknerRR-Upper Addition-MEP-Permit Set(5-8-20) MP2.03
	Sheets and Views
	MP2.03



	Structural Upper Building.pdf
	Sheets and Views
	Structural-Upper-S1







